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Texas Public Information Act 
Steps to Assert that Information is Confidential or Proprietary 

 

All proposals, data, and information submitted to the City of League City are subject to release under 
the Texas Public Information Act (“Act”) unless exempt from release under the Act. You are not 
encouraged to submit data and/or information that you consider to be confidential or proprietary 
unless it is absolutely required to understand and evaluate your submission. 

On each page where confidential or proprietary information appears, you must label the 
confidential or proprietary information. Do not label every page of your submission as confidential as 
there are pages (such as the certification forms and bid sheet with pricing) that are not confidential. It 
is recommended that each page that contains either confidential or proprietary information be printed 
on colored paper (such as yellow or pink paper). At a minimum, the pages where the confidential 
information appears should be labeled and the information you consider confidential or proprietary 
clearly marked. 

Failure to label the actual pages on which information considered confidential appears will 
be considered as a waiver of confidential or proprietary rights in the information. 

In the event a request for public information is filed with the City which involves your submission, 
you will be notified by the City of the request so that you have an opportunity to present your reasons 
for claims of confidentiality to the Texas Attorney General. 

In signing this form, I acknowledge that I have read the above and further state (Please check 
one): 

� The proposal/bid submitted to the City contains NO confidential information and may be 
released to the public if required under the Texas Public Information Act. 
 

� The proposal/bid submitted contains confidential information which is labeled and which may 
be found on the following pages: _____________________________________________ 
and any information contained on page number not listed above may be released to the public if 
required under the Texas Public Information Act.  
 
 
Vendor/Proposer Submitting: ___________________________________________________ 
 
 
Signature:_____________________________________________  Date:_________________ 
 
 
Print Name:___________________________  Print Title:_____________________________ 
 
PLEASE SIGN AND RETURN WITH PROPOSAL/BID 
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 Adopted 06/29/2007

FORM CIQ

OFFICE USE ONLYThis questionnaire reflects changes made to the law by H.B. 1491, 80th Leg., Regular Session.

This questionnaire is being filed in accordance with Chapter 176, Local Government Code
by a person who has a business relationship as defined by Section 176.001(1-a) with a local
governmental entity and the person meets requirements under Section 176.006(a).

By law this questionnaire must be filed with the records administrator of the local governmental
entity not later than the 7th business day after the date the person becomes aware of facts
that require the statement to be filed.  See Section 176.006, Local Government Code.

A person commits an offense if the person knowingly violates Section 176.006, Local
Government Code. An offense under this section is a Class C misdemeanor.

CONFLICT OF INTEREST QUESTIONNAIRE
For vendor or other person doing business with local governmental entity

Check this box if you are filing an update to a previously filed questionnaire.

(The law requires that you file an updated completed questionnaire with the appropriate filing authority not
 later than  the 7th business day after the date the originally filed questionnaire becomes incomplete or inaccurate.)

Name of person who has a business relationship with local governmental entity.1

2

3

Date Received

Name of local government officer with whom filer has employment or business relationship.

        Name of Officer

This section (item 3 including subparts  A, B, C & D)  must be completed for each officer with whom the filer has an
employment or  other business relationship as defined by Section 176.001(1-a), Local Government Code.  Attach additional
pages to this Form CIQ as necessary.

A.  Is the local government officer named in this section receiving or likely to receive taxable income, other than investment
income, from the filer of the questionnaire?

                             Yes                 No

B.  Is the filer of the questionnaire receiving or likely to receive taxable income, other than investment income, from or at the
direction of the local government officer named in this section AND the taxable income is not received from the local
governmental entity?

                             Yes                 No

C.  Is the filer of this questionnaire employed by a corporation or other business entity with respect to which the local
government officer serves as an officer or director, or holds an ownership of 10 percent or more?

                             Yes                No

D. Describe each employment or business relationship with the local government officer named in this section.

Signature of person doing business with the governmental entity Date

4
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CONSENT OF     Owner   
SURETY COMPANY    Architect  
TO FINAL PAYMENT    Contractor  
Conforms with the American Institute   Surety   
of Architects, AIA Document G707   Other   
 
PROJECT: 
(Name, address) 
 
TO (Owner) 
 
       ARCHITECT’S PROJECT NO: 
  
       CONTRACT FOR: 
 
 �      CONTRACT DATE: 
 
CONTRACTOR: 
 
In accordance with the provisions of the Contract between the Owner and the Contractor as indicated above, the 
(here insert name and address of Surety Company) 
 
 
 
                            , SURETY COMPANY 
on bond of  (here insert name and address of Contractor) 
 
 
 
                                  CONTRACTOR, 
 
hereby approves of the final payment to the Contractor, and agrees that final payment to the Contractor shall not relieve 
the Surety Company of any of its obligations to  (here insert name and address of Owner) 
 
 
 
                    , OWNER, 
 
as set forth in the said Surety Company’s bond. 
 
IN WITNESS, WHEREOF, 
the Surety Company has hereunto set its hand this                    day of 
 
      __________________________________________________________ 
      Surety Company 
 
Attest:      __________________________________________________________ 
(Seal):      Signature of Authorized Representative 
 
      __________________________________________________________ 
      Title 
NOTE:  This form is be used as a companion document to AIA DOCUMENT G706, CONTRACTOR’S AFFIDAVIT OF PAYMENT OF DEBTS AND CLAIMS, 
Current Edition 
 
S-2134/GEEF 7/98                             ONE PAGE 

Attachment 2 to General Conditions of Agreement
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            "General Decision Number: TX20190038 01/04/2019 

Superseded General Decision Number: TX20180056 

State: Texas 

Construction Type: Highway 

Counties: Austin, Brazoria, Chambers, Fort Bend, Galveston,  

Hardin, Harris, Jefferson, Liberty, Montgomery, Orange, San  

Jacinto and Waller Counties in Texas. 

HIGHWAY CONSTRUCTION PROJECTS (excluding tunnels, building  

structures in rest area projects & railroad construction; 

bascule, suspension & spandrel arch bridges designed for  

commercial navigation, bridges involving marine construction;  

and other major bridges). 

Note: Under Executive Order (EO) 13658, an hourly minimum wage 

of $10.60 for calendar year 2019 applies to all contracts 

subject to the Davis-Bacon Act for which the contract is awarded 

(and any solicitation was issued) on or after January 1, 2015. 

If this contract is covered by the EO, the contractor must pay 

all workers in any classification listed on this wage 

determination at least $10.60 per hour (or the applicable 

wage rate listed on this wage determination, if it is higher) 

for all hours spent performing on the contract in calendar 

year 2019.  If this contract is covered by the EO and a  

classification considered necessary for performance of work on  

the contract does not appear on this wage determination, the  

contractor must pay workers in that classification at least  



the wage rate determined through the conformance process set  

forth in 29 CFR 5.5(a)(1)(ii) (or the EO minimum wage rate, 

if it is higher than the conformed wage rate).  The EO minimum  

wage rate will be adjusted annually.  Please note that  

this EO applies to the above-mentioned types of contracts  

entered into by the federal government that are subject  

to the Davis-Bacon Act itself, but it does not apply  

to contracts subject only to the Davis-Bacon Related Acts,  

including those set forth at 29 CFR 5.1(a)(2)-(60). Additional  

information on contractor requirements and worker protections  

under the EO is available at www.dol.gov/whd/govcontracts. 

Modification Number     Publication Date 

          0             01/04/2019 

*  SUTX2011-013 08/10/2011 

                                  Rates          Fringes 

CEMENT MASON/CONCRETE    

FINISHER (Paving and    

Structures)......................$ 12.98                  

ELECTRICIAN......................$ 27.11                  

FORM BUILDER/FORM SETTER   

     Paving & Curb...............$ 12.34                  

     Structures..................$ 12.23                  

LABORER   

     Asphalt Raker...............$ 12.36                  

     Flagger.....................$ 10.33                  

     Laborer, Common.............$ 11.02                  

     Laborer, Utility............$ 11.73                  



     Pipelayer...................$ 12.12                  

     Work Zone Barricade  

     Servicer....................$ 11.67                  

PAINTER (Structures).............$ 18.62                  

POWER EQUIPMENT OPERATOR:   

     Asphalt Distributor.........$ 14.06                  

     Asphalt Paving Machine......$ 14.32                  

     Broom or Sweeper............$ 12.68                  

     Concrete Pavement  

     Finishing Machine...........$ 13.07                  

     Concrete Paving, Curing,  

     Float, Texturing Machine....$ 11.71                  

     Concrete Saw................$ 13.99                  

     Crane, Hydraulic 80 Tons  

     or less.....................$ 13.86                  

     Crane, Lattice boom 80  

     tons or less................$ 14.97                  

     Crane, Lattice boom over  

     80 Tons.....................$ 15.80                  

     Crawler Tractor.............$ 13.68                  

     Excavator, 50,000 pounds  

     or less.....................$ 12.71                  

     Excavator, Over 50,000  

     pounds......................$ 14.53                  

     Foundation Drill, Crawler  

     Mounted.....................$ 17.43                  

     Foundation Drill, Truck  

     Mounted.....................$ 15.89                  

     Front End Loader 3 CY or  

     Less........................$ 13.32                  

     Front End Loader, Over 3 CY.$ 13.17                  

     Loader/Backhoe..............$ 14.29                  

     Mechanic....................$ 16.96                  

     Milling Machine.............$ 13.53                  

     Motor Grader, Fine Grade....$ 15.69                  



     Motor Grader, Rough.........$ 14.23                  

     Off Road Hauler.............$ 14.60                  

     Pavement Marking Machine....$ 11.18                  

     Piledriver..................$ 14.95                  

     Roller, Asphalt.............$ 11.95                  

     Roller, Other...............$ 11.57                  

     Scraper.....................$ 13.47                  

     Spreader Box................$ 13.58                  

Servicer.........................$ 13.97                  

Steel Worker   

     Reinforcing Steel...........$ 15.15                  

     Structural Steel Welder.....$ 12.85                  

     Structural Steel............$ 14.39                  

TRUCK DRIVER   

     Low Boy Float...............$ 16.03                  

     Single Axle.................$ 11.46                  

     Single or Tandem Axle Dump..$ 11.48                  

     Tandem Axle Tractor w/Semi  

     Trailer.....................$ 12.27                  

---------------------------------------------------------------- 

WELDERS - Receive rate prescribed for craft performing 

operation to which welding is incidental. 

================================================================ 

Note: Executive Order (EO) 13706, Establishing Paid Sick Leave 

for Federal Contractors applies to all contracts subject to the 

Davis-Bacon Act for which the contract is awarded (and any 

solicitation was issued) on or after January 1, 2017.  If this 

contract is covered by the EO, the contractor must provide 

employees with 1 hour of paid sick leave for every 30 hours 

they work, up to 56 hours of paid sick leave each year. 

Employees must be permitted to use paid sick leave for their 



own illness, injury or other health-related needs, including 

preventive care; to assist a family member (or person who is 

like family to the employee) who is ill, injured, or has other 

health-related needs, including preventive care; or for reasons 

resulting from, or to assist a family member (or person who is 

like family to the employee) who is a victim of, domestic 

violence, sexual assault, or stalking.  Additional information 

on contractor requirements and worker protections under the EO 

is available at www.dol.gov/whd/govcontracts. 

Unlisted classifications needed for work not included within 

the scope of the classifications listed may be added after 

award only as provided in the labor standards contract clauses 

(29CFR 5.5 (a) (1) (ii)). 

---------------------------------------------------------------- 

The body of each wage determination lists the classification 

and wage rates that have been found to be prevailing for the 

cited type(s) of construction in the area covered by the wage 

determination. The classifications are listed in alphabetical 

order of ""identifiers"" that indicate whether the particular 

rate is a union rate (current union negotiated rate for local), 

a survey rate (weighted average rate) or a union average rate 

(weighted union average rate). 

Union Rate Identifiers 

A four letter classification abbreviation identifier enclosed 

in dotted lines beginning with characters other than ""SU"" or 

""UAVG"" denotes that the union classification and rate were 

prevailing for that classification in the survey. Example: 

PLUM0198-005 07/01/2014. PLUM is an abbreviation identifier of 

the union which prevailed in the survey for this 

classification, which in this example would be Plumbers. 0198 



indicates the local union number or district council number 

where applicable, i.e., Plumbers Local 0198. The next number, 

005 in the example, is an internal number used in processing 

the wage determination. 07/01/2014 is the effective date of the 

most current negotiated rate, which in this example is July 1, 

2014. 

Union prevailing wage rates are updated to reflect all rate 

changes in the collective bargaining agreement (CBA) governing 

this classification and rate. 

Survey Rate Identifiers 

Classifications listed under the ""SU"" identifier indicate that 

no one rate prevailed for this classification in the survey and 

the published rate is derived by computing a weighted average 

rate based on all the rates reported in the survey for that 

classification.  As this weighted average rate includes all 

rates reported in the survey, it may include both union and 

non-union rates. Example: SULA2012-007 5/13/2014. SU indicates 

the rates are survey rates based on a weighted average 

calculation of rates and are not majority rates. LA indicates 

the State of Louisiana. 2012 is the year of survey on which 

these classifications and rates are based. The next number, 007 

in the example, is an internal number used in producing the 

wage determination. 5/13/2014 indicates the survey completion 

date for the classifications and rates under that identifier. 

Survey wage rates are not updated and remain in effect until a 

new survey is conducted. 

Union Average Rate Identifiers 

Classification(s) listed under the UAVG identifier indicate 

that no single majority rate prevailed for those 

classifications; however, 100% of the data reported for the 

classifications was union data. EXAMPLE: UAVG-OH-0010 



08/29/2014. UAVG indicates that the rate is a weighted union 

average rate. OH indicates the state. The next number, 0010 in 

the example, is an internal number used in producing the wage 

determination. 08/29/2014 indicates the survey completion date 

for the classifications and rates under that identifier. 

A UAVG rate will be updated once a year, usually in January of 

each year, to reflect a weighted average of the current 

negotiated/CBA rate of the union locals from which the rate is 

based. 

---------------------------------------------------------------- 

                   WAGE DETERMINATION APPEALS PROCESS 

1.) Has there been an initial decision in the matter? This can 

be: 

*  an existing published wage determination 

*  a survey underlying a wage determination 

*  a Wage and Hour Division letter setting forth a position on 

   a wage determination matter 

*  a conformance (additional classification and rate) ruling 

On survey related matters, initial contact, including requests 

for summaries of surveys, should be with the Wage and Hour 

Regional Office for the area in which the survey was conducted 

because those Regional Offices have responsibility for the 

Davis-Bacon survey program. If the response from this initial 

contact is not satisfactory, then the process described in 2.) 

and 3.) should be followed. 

With regard to any other matter not yet ripe for the formal 

process described here, initial contact should be with the 

Branch of Construction Wage Determinations.  Write to: 



            Branch of Construction Wage Determinations 

            Wage and Hour Division 

            U.S. Department of Labor 

            200 Constitution Avenue, N.W. 

            Washington, DC 20210 

2.) If the answer to the question in 1.) is yes, then an 

interested party (those affected by the action) can request 

review and reconsideration from the Wage and Hour Administrator 

(See 29 CFR Part 1.8 and 29 CFR Part 7). Write to: 

            Wage and Hour Administrator 

            U.S. Department of Labor 

            200 Constitution Avenue, N.W. 

            Washington, DC 20210 

The request should be accompanied by a full statement of the 

interested party's position and by any information (wage 

payment data, project description, area practice material, 

etc.) that the requestor considers relevant to the issue. 

3.) If the decision of the Administrator is not favorable, an 

interested party may appeal directly to the Administrative 

Review Board (formerly the Wage Appeals Board).  Write to: 

            Administrative Review Board 

            U.S. Department of Labor 

            200 Constitution Avenue, N.W. 

            Washington, DC 20210 

4.) All decisions by the Administrative Review Board are final. 

================================================================ 

          END OF GENERAL DECISION 

"
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88. Prohibition on Boycotting Israel: Pursuant to Section 2270.002, Texas Government Code, by 
executing this Agreement Contractor verifies that Contractor: (1) does not boycott Israel; and (2) will not 
boycott Israel during the term of this Agreement. 
 

89. Prohibition Against Business with Iran, Sudan or Foreign Terrorists Organizations: Contractor 
warrants, covenants, and represents that Contractor is not engaged in business with Iran, Sudan, or any 
company identified on the list referenced in Section 2252.152, Texas Government Code 





General Construction, Water, and Sanitary Notes (N-01)

Storm and Paving Notes (N-02)



Water Details (W-01)

Water Details (W-02)

Water Details (W-03)

Water Details (W-04)

Water Details (W-05)

Water Details (W-06)

Water Details (W-07)

Bedding and Backfill Details (BB-01)

Combination Water and Sanitary Details (C-01)



Sanitary Service Tap and Clean Out Details (WW-01)

Sanitary Service Tap and Clean Out Details (WW-02)

Sanitary Service Tap and Clean Out of Details (WW-03)

Sanitary Manhole Details (WW-04)

Sanitary Manhole Details (WW-05)

Sanitary Manhole Details (WW-06)

Sanitary Manhole Details (WW-07)

Sand Oil Separator Grease Trap and Sample Well Details (WW-08)

Combination Water and Sanitary Details (C-01)

Combination Storm and Sanitary Special Base Details (C-02)



Paving Details (P-01)

Sidewalk and Driveway Details (P-02)

Storm Water Details (STW-01)

Storm Water Details (STW-02)

Storm Water Details (STW-03)



Storm Water Pollution Prevention Details (SWPP-01)

Bedding and Backfill Details (BB-01)

Bedding and Backfill Details (BB-02)

Combination Storm and Sanitary Special Base Details (C-02)



COLC Sign Detail Standards

Loop Detector Input File Wiring Details

Electrical Details Service Support Types SF and SP

Electrical Details Loop Detector Input File Wiring Details

Electrical Details-Service Schematics and Support Type TP (Overhead)

Electrical Details Service Enclosure and Notes

Loop Detector Details

Traffic Control Plan for Traffic Signal Construction

COLC Standard Typical Sign Requirement

Pavement Marking Detail



Traffic Control Guidelines Project Approach Signing

Traffic Control Guidelines Phase Overview

Traffic Control Guidelines One Lane Closure 3 & 4 Lane Road

Traffic Control Guidelines One Lane Closure 4 & 5 Lane Road

Traffic Control Guidelines One Lane Closure 6 Lane Road

Traffic Control Guidelines Two Lane Closure 4 Lane Road

Traffic Control Guidelines Two Lane Closure 5 & 6 Lane Road

Traffic Control Guidelines Two Lane Closure 6 Lane Blvd.

Traffic Control Guidelines Shoulder Work

Traffic Control Guidelines Median Work

Traffic Control Guidelines Inside Lane Closure 4 Lane Road

Traffic Control Guidelines Inside Lane Closure 5 Lane Road

Traffic Control Guidelines Boulevard Closures

Traffic Control Guidelines Detour – 1 and 2 Lane

Traffic Control Guidelines Task Force Operation

Traffic Control Guidelines Flagging Operation

Traffic Control Guidelines Typical Flagging or Moving Operation

Traffic Control Guidelines Intersection Sequencing

Traffic Control Guidelines Construction Crossing Existing Facilities

Traffic Control Guidelines Barricade Details



Intersection Sight Distance 

Pedestrian Facilities Curb Ramps

Pedestrian Facilities General Notes and Detectable Warnings

Pedestrian Facilities Sidewalks

Pedestrian Facilities Intersection Layouts

Pedestrian Facilities Intersection Geometry Curb Radius and Corner Cutback

Divided Street Typical Cross Section

Median Design Median Length and Opening

Median Design Median Nose and Left Turn Bay 

Median Design Roadway Tapers for Median Design (Local Streets)



















































































































































































































Access Management Manual
Access Management Manual

Impacts of Access Management Techniques

Access Management Guidebook for Texas

Driveway and Street Intersection Spacing

Access Management Guidelines for Activity Centers

A Policy on Geometric Design of Highways and Streets

Roadway Design Manual
Highway Capacity Manual
League City Code of Ordinances
City of League City Major Thoroughfare and Freeway Plan

Context Sensitive Solutions in Designing Major Urban Thoroughfares for Walkable Communities

City of League City Infrastructure Design Manual
Trip Generation Handbook
Transportation Impact Analyses for Site Development

Engineering Study Guide for Evaluating Intersection
Improvements
Traffic Congestion and Reliability: Trends and Advanced Strategies for Congestion Mitigation













Trip Generation Handbook



































Coordinate falls right of corresponding
left-turn percentage



Coordinate falls right of corresponding
left-turn percentage



Coordinate falls right of corresponding
left-turn percentage



Coordinate falls right of trend line



Coordinate falls right of corresponding
major street speed



Coordinate falls right of corresponding
major street speed
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See TIA Process
Figure 802.02





Transportation Impact Analyses for 
Site Development





















Travel 
Alternatives Land Use Pricing HOV Transit Freight

Highway Transit Freight



Arterial Freeway Transit Freight















Trip Generation Handbook



Transportation Impact Analyses for Site 
Development

Trip Generation
Handbook





























plan view



typical sections 

a minimum travel lane width of ten (10) feet 

meet 

protect the traveling public and provide a safe area for 
construction.  



1. Project approach signing.

2. Phasing overview.

3. Detailed plans for each phase of construction (including steps if any).



4. Necessary TCP details (this includes all City of League City Barricade & Construction details).

Advisory 

regulatory 
reasonable and safe 

advisory
speed limit plate 



the Engineer must have 
defined his particular construction operations in terms of the ITEMs of construction, space 
requirements and time of completion.  

work zone speed 
The Engineer must show, as a minimum, 

all the devices shown on the guideline drawing, placed at actual location on the TCP drawings, 
with exact distances, and also taking into account the proposed roadway alignment. 

guideline drawings depict minimum requirements 



safe and reasonable,
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Item 160 
Topsoil 
1. DESCRIPTION 

Furnish and place topsoil to the depths and on the areas shown on the plans. 

2. MATERIALS 

Use easily cultivated, fertile topsoil that is free from objectionable material and resists erosion. Obtain topsoil 
from the right of way at sites of proposed excavation or embankment when specified on the plans, or as 
directed. Secure additional topsoil, if necessary, from approved sources outside the right of way in 
accordance with the requirements of Article 7.10., “Preservation of Cultural and Natural Resources and the 
Environment.” Ensure that the topsoil obtained from sites outside the right of way has a pH of 5.5 to 8.5, per 
Tex-128-E. Topsoil is subject to testing by the Engineer. Furnish water in accordance with Article 168.2., 
“Materials.” 

3. CONSTRUCTION 

Remove and dispose of objectionable material from the topsoil source before beginning the work. Stockpile 
topsoil, when necessary, in a windrow at designated locations along the right of way line or as directed. Keep 
source and stockpile areas drained during the period of topsoil removal and leave them in a neat condition 
when removal is complete. Cultivate the area to a depth of 4 in. before placing topsoil. Spread the topsoil to a 
uniform loose cover at the thickness specified. Place and shape the topsoil as directed. Water and roll the 
topsoil with a light roller or other suitable equipment. 

4. MEASUREMENT 

This Item will be measured by the 100-ft. station along the baseline of each roadbed, by the square yard 
complete in place, or by the cubic yard in vehicles at the point of delivery. 

5. PAYMENT 

The work performed and the materials furnished in accordance with this Item and measured as provided 
under “Measurement” will be paid for at the unit price bid for “Furnishing and Placing Topsoil” of the depth 
specified on the plans (except for measurement by the cubic yard). This price is full compensation for 
securing necessary sources and royalties; furnishing topsoil; excavation, loading, hauling, stockpiling and 
placing; watering; rolling; and equipment, labor, materials, tools, and incidentals. Limits of excavation and 
embankment for payment are shown in Figure 1. 
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Figure 1 

Roadway Cross-Sections Showing Payment for Excavation and Embankment 



161 

92 

 

Item 161 
Compost 
1. DESCRIPTION 

Furnish and place compost as shown on the plans. 

2. MATERIALS 

Furnish compost that has been produced by aerobic (biological) decomposition of organic matter and meets 
the requirements of Table 1. Compost feedstock may include, but is not limited to, leaves and yard 
trimmings, biosolids, food scraps, food-processing residuals, manure or other agricultural residuals, forest 
residues, bark, and paper. Ensure compost and wood chips do not contain any visible refuse, other physical 
contaminants, or any substance considered harmful to plant growth. Do not use materials that have been 
treated with chemical preservatives as a compost feedstock or as wood chips. Do not use mixed municipal 
solid waste compost. Provide compost meeting all applicable 40 CFR 503 standards for Class A biosolids 
and TCEQ health and safety regulations as defined in the TAC, Chapter 332, including the time and 
temperature standards in Subchapter B, Part 23. Meet the requirements of the United States Composting 
Council (USCC) Seal of Testing Assurance (STA) program. 

Before delivery of the compost, provide quality control (QC) documentation that includes the following: 
the feedstock by percentage in the final compost product, 
a statement that the compost meets federal and state health and safety regulations, 
a statement that the composting process has met time and temperature requirements, 
a copy of the producer’s STA certification, and 
a copy of the lab analysis, performed by an STA-certified lab, verifying that the compost meets the 
requirements of Table 1. 

Provide a copy of the current TCEQ compliance statement signed by the facility manager when furnishing 
biosolids compost. 

Table 1 
Physical Requirements for Compost 

Property Test Method Requirement 
Particle Size TMECC1 02.02-B, “Sample Sieving for Aggregate Size Classification” 95% passing 5/8" 

70% passing 3/8" 

Heavy Metals Content 

TMECC 04.06, “Heavy Metals and Hazardous Elements”: 
04.06-As, Arsenic 
04.06-Cd, Cadmium 
04.06-Cu, Copper 
04.06-Pb, Lead 
04.06-Hg, Mercury 
04.06-Mo, Molybdenum 
04.06-Ni, Nickel 
04.06-Se, Selenium 
04.06-Zn, Zinc 

Pass 

Salinity TMECC 04.10-A, “1:5 Slurry Method, Mass Basis” 5.0 dS/m Max2 
pH TMECC 04.11-A, “1:5 Slurry pH” 5.5–8.5 
Maturity TMECC 05.05-A, “% Emergence and Relative Seedling Vigor” > 80% 
Organic Matter Content TMECC 05.07-A, “Loss-On-Ignition Organic Matter Method” 25-65% (dry mass) 
Stability TMECC 05.08-B, “Carbon Dioxide Evolution Rate”  8 
Fecal Coliform TMECC 07.01-B, “Fecal Coliforms” 1,000 MPN/g Max 
1. Test Methods for the Examination of Composting and Compost, published by the United States Department of Agriculture and the USCC. 
2. A soluble salt content up to 10.0 dS/m for compost used in compost-manufactured topsoil will be acceptable. 
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Maintain compost in designated stockpiles at the producer’s site. The Department reserves the right to 
sample compost at the jobsite. Material may be tested to verify compliance with this Specification by an 
STA-certified lab. Make payment to the STA-certified lab approved by the Department. Submit lab invoices 
for passing tests to the Department for reimbursement. Maintain a complete record of all test reports for the 
previous and current calendar year. 

2.1. Compost Manufactured Topsoil (CMT). Use CMT consisting of 75% topsoil blended with 25% compost 
measured by volume. Use topsoil conforming to Article 160.2., “Materials.” 

2.2. Erosion Control Compost (ECC). Use ECC consisting of 50% untreated wood chips blended with 50% 
compost measured by volume. Use wood chips less than or equal to 5 in. in length with 95% passing a 2-in. 
screen and less than 30% passing a 1-in. screen. 

2.3. General Use Compost (GUC). Use GUC consisting of 100% compost. 

3. CONSTRUCTION 

Prepare the types of compost for use on the project and stockpile at the jobsite. 

3.1. Compost Manufactured Topsoil (CMT). After excavation and embankment work is complete, remove and 
dispose of objectionable material from the topsoil before blending. Use equipment capable of blending CMT 
uniformly to the full depth as specified. Roll the CMT with a light corrugated drum. 

3.2. Erosion Control Compost (ECC). Use only on slopes 3:1 or flatter. Apply a 2-in. uniform layer after 
excavation and embankment work is complete unless otherwise shown on the plans or directed. Use a light 
roller or other suitable equipment when rolling is specified. 

3.3. General Use Compost (GUC). Apply in a uniform layer as a top dressing on established vegetation to the 
depth shown on the plans. Do not bury existing vegetation. Apply GUC as a backfill ingredient, in a planting 
soil mixture, for planting bed preparation, or as mulch, when shown on the plans. 

4. MEASUREMENT 

This Item will be measured by the 100-ft. station along the baseline of each roadbed, by the square yard 
complete in place, or by the cubic yard in vehicles at the point of delivery. 

For ECC cubic yard measurement, the quantity will be the composite material, compost and topsoil or wood 
chips. 

5. PAYMENT 

The work performed and materials furnished in accordance with this Item and measured as provided under 
“Measurement” will be paid for at the unit price bid for “Compost Manufactured Topsoil,” “Erosion Control 
Compost,” and “General Use Compost” as follows: 

For measurement by the station and square yard, payment will be for the depth specified; 

For measurement by the cubic yard, payment will be made for material measured in vehicles. 

This price is full compensation for loading, hauling, stockpiling, blending, placing, rolling, sprinkling, 
equipment, labor, materials (including topsoil for CMT and wood chips for ECC), tools, and incidentals. Costs 
associated with passing quality assurance (QA) testing will be paid for in accordance with the requirements 
of Article 9.7., “Payment for Extra Work and Force Account Method,” at invoice price with no add-ons. 



162 

94 

 

Item 162 
Sodding for Erosion Control 
1. DESCRIPTION 

Provide and install grass sod as shown on the plans or as directed. 

2. MATERIALS 

Use live, growing grass sod of the type specified on the plans. Use grass sod with a healthy root system and 
dense matted roots throughout the soil of the sod for a minimum thickness of 1 in. Do not use sod from areas 
where the grass is thinned out. Keep sod material moist from the time it is dug until it is planted. Grass sod 
with dried roots is unacceptable. 

2.1. Block Sod. Use block, rolled, or solid sod free from noxious weeds, Johnson grass, other grasses, or any 
matter deleterious to the growth and subsistence of the sod. 

2.2. Mulch Sod. Use mulch sod from an approved source, free from noxious weeds, Johnson grass, other 
grasses, or any matter deleterious to the growth and subsistence of the sod. 

2.3. Fertilizer. Furnish fertilizer in accordance with Article 166.2., “Materials.” 

2.4. Water. Furnish water in accordance with Article 168.2., “Materials.” 

2.5. Mulch. Use straw mulch consisting of oat, wheat, or rice straw or hay mulch of either Bermudagrass or 
prairie grasses. Use straw or hay mulch free of Johnson grass and other noxious and foreign materials. Keep 
the mulch dry and do not use molded or rotted material. 

2.6. Tacking Methods. Use a tacking agent applied in accordance with the manufacturer’s recommendations or 
a crimping method on all straw or hay mulch operations. Use tacking agents as approved or as specified on 
the plans. 

3. CONSTRUCTION 

Cultivate the area to a depth of 4 in. before placing the sod. Plant the sod specified and mulch, if required, 
after the area has been completed to lines and grades as shown on the plans. Apply fertilizer uniformly over 
the entire area in accordance with Article 166.3., “Construction,” and water in accordance with Article 168.3., 
“Construction.” Plant between the average date of the last freeze in the Spring and 6 weeks before the 
average date for the first freeze in the Fall according to the Texas Almanac for the project area. 

3.1. Sodding Types. 

3.1.1. Spot Sodding. Use only Bermudagrass sod. Create furrows parallel to the roadway, approximately 5 in. 
deep and on 18-in. centers. Sod a continuous row not less than 3 in. wide in the 2 furrows adjacent to the 
roadway. Place 3-in. squares of sod on 15-in. centers in the remaining furrows. Place sod so that the root 
system will be completely covered by the soil. Firm all sides of the sod with the soil without covering the sod 
with soil. 

3.1.2. Block Sodding. Place sod over the prepared area. Roll or tamp the sodded area to form a thoroughly 
compacted, solid mat filling all voids in the sodded area with additional sod. Trim and remove all visible 
netting and backing materials. Keep sod along edges of curbs, driveways, walkways, etc., trimmed until 
acceptance. 
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3.1.3. Mulch Sodding. Mow sod source to no shorter than 4 in., rake and remove cuttings. Disk the sod in 
2 directions, cutting the sod to a minimum of 4 in. Excavate the sod material to a depth of no more than 6 in. 
Keep excavated material moist or it will be rejected. Distribute the mulch sod uniformly over the area to a 
depth of 6 in. loose, unless otherwise shown on the plans, and roll with a light roller or other suitable 
equipment. 

Add or reshape the mulch sod to meet the requirements of Section 162.3.2., “Finishing.” 

3.2. Finishing. Smooth and shape the area after planting to conform to the desired cross-sections. Spread any 
excess soil uniformly over adjacent areas or dispose of the excess soil as directed. 

3.3. Straw or Hay Mulch. Apply straw or hay mulch for “Spot Sodding” and “Mulch Sodding” uniformly over the 
area as shown on the plans. Apply straw mulch at 2 to 2-1/2 tons per acre. Apply hay mulch at 1-1/2 to 
2 tons per acre. Use a tacking method over the mulched area. 

4. MEASUREMENT 

“Spot Sodding,” “Block Sodding,” and “Straw or Hay Mulch” will be measured by the square yard in its final 
position. “Mulch Sodding” will be measured by the square yard in its final position or by the cubic yard in 
vehicles as delivered to the planting site. 

5. PAYMENT 

The work performed and materials furnished in accordance with this Item and measured as provided under 
“Measurement” will be paid for at the unit price bid for “Spot Sodding,” “Block Sodding,” “Straw or Hay 
Mulch,” or “Mulch Sodding.” This price is full compensation for securing a source, excavation, loading, 
hauling, placing, rolling, finishing, furnishing materials, equipment, labor, tools, supplies, and incidentals. 
Fertilizer will not be paid for directly but will be subsidiary to this Item. 

Unless otherwise specified on the plans, water, except for that used for maintaining and preparing the sod 
before planting, will be measured and paid for in accordance with Item 168, “Vegetative Watering.” 
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Item 164 
Seeding for Erosion Control 
1. DESCRIPTION 

Provide and install temporary or permanent seeding for erosion control as shown on the plans or as directed. 

2. MATERIALS 

2.1. Seed. Provide seed from the previous season’s crop meeting the requirements of the Texas Seed Law, 
including the testing and labeling for pure live seed (PLS = Purity × Germination). Furnish seed of the 
designated species, in labeled unopened bags or containers to the Engineer before planting. Use within 
12 mo. from the date of the analysis. When Buffalograss is specified, use seed that is treated with KNO3 
(potassium nitrate) to overcome dormancy. 

Use Tables 1–4 to determine the appropriate seed mix and rates as specified on the plans. If a plant species 
is not available by the producers, the other plant species in the recommended seed mixture will be increased 
proportionally by the PLS/acre of the missing plant species. 

Table 1 
Permanent Rural Seed Mix 

District and Planting Dates Clay Soils 
Species and Rates (lb. PLS/acre) 

Sandy Soils 
Species and Rates (lb. PLS/acre) 

1 (Paris) 
Feb. 1–May 15 

Green Sprangletop 
Sideoats Grama (Haskell) 
Bermudagrass 
Little Bluestem (Native) 
Illinois Bundleflower 

0.3 
3.2 
1.8 
1.7 
1.0 

Green Sprangletop 
Bermudagrass 
Bahiagrass (Pensacola) 
Sand Lovegrass  
Weeping Lovegrass (Ermelo) 
Partridge Pea 

0.3 
1.5 
6.0 
0.6 
0.8 
1.0 

2 (Ft. Worth) 
Feb. 1–May 15 

Green Sprangletop (Van Horn) 
Sideoats Grama (Haskell) 
Texas Grama (Atascosa) 
Hairy Grama (Chaparral) 
Shortspike Windmillgrass (Welder) 
Little Bluestem (OK Select) 
Purple Prairie Clover (Cuero) 
Engelmann Daisy (Eldorado) 
Illinois Bundleflower 
Awnless Bushsunflower (Plateau) 

1.0 
1.0 
1.0 
0.4 
0.2 
0.8 
0.6 
0.75 
1.3 
0.2 

Green Sprangletop (Van Horn) 
Hooded Windmillgrass (Mariah) 
Shortspike Windmillgrass (Welder) 
Hairy Grama (Chaparral) 
Slender Grama (Dilley) 
Sand Lovegrass (Mason) 
Sand Dropseed (Borden County) 
Partridge Pea (Comanche) 
Little Bluestem (OK Select) 
Englemann Daisy (Eldorado) 
Purple Prairie Clover 

1.0 
0.2 
0.2 
0.4 
1.0 
0.2 
0.2 
0.6 
0.8 
0.75 
0.3 

3 (Wichita Falls) 
Feb. 1–May 15 

Green Sprangletop (Van Horn) 
Sideoats Grama (Haskell) 
Texas Grama (Atascosa) 
Hairy Grama (Chaparral) 
Shortspike Windmillgrass (Welder) 
Little Bluestem (OK Select) 
Blue Grama (Hachita) 
Western Wheatgrass (Barton) 
Galleta Grass (Viva) 
Engelmann Daisy (Eldorado) 
Awnless Bushsunflower (Plateau) 

0.6 
1.0 
1.0 
0.4 
0.2 
0.8 
0.4 
1.2 
0.6 
0.75 
0.2 

Green Sprangletop (Van Horn) 
Hooded Windmillgrass (Mariah) 
Shortspike Windmillgrass (Welder) 
Hairy Grama (Chaparral) 
Sand Lovegrass (Mason) 
Sand Dropseed (Borden County) 
Partridge Pea (Comanche) 
Little Bluestem (OK Select) 
Englemann Daisy (Eldorado) 
Purple Prairie Clover (Cuero) 

1.0 
0.2 
0.2 
0.4 
0.2 
0.2 
0.6 
0.8 
0.75 
0.3 

4 (Amarillo) 
Feb. 15–May 15 

Green Sprangletop 
Sideoats Grama (Haskell) 
Blue Grama (Hachita) 
Buffalograss (Texoka) 
Illinois Bundleflower 

0.3 
3.6 
1.2 
1.6 
1.0 

Green Sprangletop 
Weeping Lovegrass (Ermelo) 
Blue Grama (Hachita) 
Sand Dropseed (Borden Co.) 
Sand Bluestem 
Purple Prairie Clover 

0.3 
0.8 
1.0 
0.3 
1.8 
0.5 
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District and Planting Dates Clay Soils 
Species and Rates (lb. PLS/acre) 

Sandy Soils 
Species and Rates (lb. PLS/acre) 

5 (Lubbock) 
Feb. 15–May 15 

Green Sprangletop 
Sideoats Grama (El Reno) 
Blue Grama (Hachita) 
Buffalograss (Texoka) 
Illinois Bundleflower 

0.3 
3.6 
1.2 
1.6 
1.0 

Green Sprangletop 
Weeping Lovegrass (Ermelo) 
Blue Grama (Hachita) 
Sand Dropseed (Borden Co.) 
Sand Bluestem 
Purple Prairie Clover 

0.3 
0.8 
1.0 
0.3 
1.8 
0.5 

6 (Odessa) 
Feb. 1–May 15 

Green Sprangletop (Van Horn) 
Sideoats Grama (South Texas) 
Blue Grama (Hachita) 
Galleta Grass (Viva) 
Shortspike Windmillgrass (Welder) 
Pink Pappusgrass (Maverick) 
Alkali Sacaton (Saltalk) 
Plains Bristlegrass (Catarina Blend)  
False Rhodes Grass (Kinney) 
Whiplash Pappusgrass (Webb) 
Arizona Cottontop (La Salle) 

1.0 
1.0 
0.4 
0.6 
0.2 
0.6 
0.2 
0.2 
0.1 
0.6 
0.2 

Green Sprangletop (Van Horn) 
Hooded Windmillgrass (Mariah) 
Blue Grama (Hachita) 
Hairy Grama (Chaparral) 
Sand Lovegrass (Mason) 
Sand Dropseed (Borden County) 
Indian Ricegrass (Rim Rock) 
Sand Bluestem (Cottle County) 
Little Bluestem (Pastura) 
Purple Prairie Clover (Cuero) 

1.0 
0.2 
0.4 
0.4 
0.2 
0.2 
1.6 
1.2 
0.8 
0.3 
 

7 (San Angelo) 
Feb. 1–May 1 

Green Sprangletop (Van Horn)  
Sideoats Grama (Haskell) 
Texas Grama (Atascosa) 
Hairy Grama (Chaparral) 
Shortspike Windmillgrass (Welder) 
Little Bluestem (OK Select) 
Blue Grama (Hachita) 
Western Wheatgrass (Barton) 
Galleta Grass (Viva) 
Engelmann Daisy (Eldorado) 
Illinois Bundleflower (Sabine) 

1.0 
1.0 
1.0 
0.4 
0.2 
0.4 
0.4 
1.2 
0.6 
0.75 
1.0 

Green Sprangletop (Van Horn) 
Hooded Windmillgrass (Mariah) 
Shortspike Windmillgrass (Welder) 
Hairy Grama (Chaparral) 
Sand Lovegrass (Mason) 
Sand Dropseed (Borden County) 
Sand Bluestem (Cottle County) 
Partridge Pea (Comanche) 
Little Bluestem (OK Select) 
Englemann Daisy (Eldorado) 
Purple Prairie Clover (Cuero) 

1.0 
0.2 
0.2 
0.4 
0.2 
0.2 
1.2 
0.6 
0.8 
0.75 
0.3 

8 (Abilene) 
Feb. 1–May 15 

Green Sprangletop (Van Horn) 
Sideoats Grama (Haskell) 
Texas Grama (Atascosa) 
Hairy Grama (Chaparral) 
Shortspike Windmillgrass (Welder) 
Little Bluestem (OK Select) 
Blue Grama (Hachita) 
Western Wheatgrass (Barton) 
Galleta Grass (Viva) 
Engelmann Daisy (Eldorado) 
Illinois Bundleflower (Sabine) 

1.0 
1.0 
1.0 
0.4 
0.2 
0.4 
0.4 
1.2 
0.6 
0.75 
1.0 

Green Sprangletop (Van Horn) 
Hooded Windmillgrass (Mariah) 
Shortspike Windmillgrass (Welder) 
Hairy Grama (Chaparral) 
Sand Lovegrass (Mason) 
Sand Dropseed (Borden County) 
Sand Bluestem (Cottle County) 
Partridge Pea (Comanche) 
Little Bluestem (OK Select) 
Englemann Daisy (Eldorado) 
Purple Prairie Clover (Cuero) 

1.0 
0.2 
0.2 
0.4 
0.2 
0.2 
1.2 
0.6 
0.8 
0.75 
0.3 

9 (Waco) 
Feb. 1–May 15 

Green Sprangletop (Van Horn) 
Sideoats Grama (Haskell) 
Texas Grama (Atascosa) 
Hairy Grama (Chaparral) 
Shortspike Windmillgrass (Welder) 
Little Bluestem (OK Select) 
Purple Prairie Clover (Cuero) 
Engelmann Daisy (Eldorado) 
Illinois Bundleflower 
Awnless Bushsunflower (Plateau) 

1.0 
1.0 
1.0 
0.4 
0.2 
0.8 
0.6 
0.75 
1.3 
0.2 

Green Sprangletop (Van Horn) 
Hooded Windmillgrass (Mariah) 
Shortspike Windmillgrass (Welder)  
Hairy Grama (Chaparral) 
Slender Grama (Dilley) 
Sand Lovegrass (Mason) 
Sand Dropseed (Borden County) 
Partridge Pea (Comanche) 
Little Bluestem (OK Select) 
Englemann Daisy (Eldorado) 
Purple Prairie Clover 

1.0 
0.2 
0.2 
0.4 
1.0 
0.2 
0.2 
0.6 
0.8 
0.75 
0.3 

10 (Tyler) 
Feb. 1–May 15 

Green Sprangletop 
Bermudagrass 
Bahiagrass (Pensacola) 
Sideoats Grama (Haskell) 
Illinois Bundleflower 

0.3 
1.8 
9.0 
2.7 
1.0 

Green Sprangletop 
Bermudagrass 
Bahiagrass (Pensacola) 
Weeping Lovegrass (Ermelo) 
Sand Lovegrass  
Lance-Leaf Coreopsis 

0.3 
1.8 
9.0 
0.5 
0.5 
1.0 

11 (Lufkin) 
Feb. 1–May 15 

Green Sprangletop 
Bermudagrass 
Bahiagrass (Pensacola) 
Sideoats Grama (Haskell) 
Illinois Bundleflower 

0.3 
1.8 
9.0 
2.7 
1.0 

Green Sprangletop 
Bermudagrass 
Bahiagrass (Pensacola) 
Sand Lovegrass 
Lance-Leaf Coreopsis 

0.3 
2.1 
9.0 
0.5 
1.0 

Table 1 (continued) 
Permanent Rural Seed Mix 
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District and Planting Dates Clay Soils 
Species and Rates (lb. PLS/acre) 

Sandy Soils 
Species and Rates (lb. PLS/acre) 

12 (Houston) 
Jan. 15–May 15 

Green Sprangletop 
Bermudagrass 
Sideoats Grama (Haskell) 
Little Bluestem (Native) 
Illinois Bundleflower 

0.3 
2.1 
3.2 
1.4 
1.0 

Green Sprangletop 
Bermudagrass 
Bahiagrass (Pensacola) 
Weeping Lovegrass (Ermelo) 
Lance-Leaf Coreopsis 

0.3 
2.4 
10.5 
1.0 
1.0 

13 (Yoakum) 
Jan. 15–May 15 

Green Sprangletop (Van Horn) 
Sideoats Grama (South Texas) 
Texas Grama (Atascosa) 
Slender Grama (Dilley) 
Shortspike Windmillgrass (Welder) 
Halls Panicum (Oso) 
Plains Bristlegrass (Catarina Blend) 
Canada Wildrye (Lavaca) 
Illinois Bundleflower (Sabine) 
Purple Prairie Clover (Cuero) 

1.0 
1.0 
1.5 
1.0 
0.3 
0.2 
0.2 
2.0 
1.3 
0.6 

Green Sprangletop (Van Horn) 
Hooded Windmillgrass (Mariah) 
Slender Grama (Dilley) 
Hairy Grama (Chaparral) 
Shortspike Windmillgrass (Welder) 
Purple Prairie Clover (Cuero) 
Partridge Pea (Comanche) 
Englemann Daisy (Eldorado) 

1.0 
0.4 
1.0 
0.8 
0.2 
0.6 
0.6 
1.0 

14 (Austin) 
Feb. 1–May 15 

Green Sprangletop (Van Horn) 
Sideoats Grama (South Texas) 
Texas Grama (Atascosa) 
Hairy Grama (Chaparral) 
Shortspike Windmillgrass (Welder) 
Little Bluestem (OK Select) 
Purple Prairie Clover (Cuero) 
Engelmann Daisy (Eldorado) 
Illinois Bundleflower (Sabine) 
Awnless Bushsunflower (Plateau) 

1.0 
1.0 
1.0 
0.4 
0.2 
0.8 
0.6 
0.75 
1.3 
0.2 

Green Sprangletop (Van Horn) 
Hooded Windmillgrass (Mariah) 
Shortspike Windmillgrass (Welder) 
Hairy Grama (Chaparral) 
Slender Grama (Dilley) 
Sand Lovegrass (Mason) 
Sand Dropseed (Borden County) 
Partridge Pea (Comanche) 
Little Bluestem (OK Select) 
Englemann Daisy (Eldorado) 
Purple Prairie Clover 

1.0 
0.2 
0.2 
0.4 
1.0 
0.2 
0.2 
0.6 
0.8 
0.75 
0.3 

15 (San Antonio) 
Feb. 1–May 1 

Green Sprangletop (Van Horn) 
Sideoats Grama (South Texas) 
Texas Grama (Atascosa) 
Slender Grama (Dilley) 
Shortspike Windmillgrass (Welder) 
Pink Pappusgrass (Maverick) 
Halls Panicum (Oso) 
Plains Bristlegrass (Catarina Blend) 
False Rhodes Grass (Kinney) 
Hooded Windmillgrass (Mariah) 
Arizona Cottontop (La Salle) 

1.0 
1.0 
1.0 
1.0 
0.2 
0.6 
0.2 
0.2 
0.1 
0.2 
0.2 

Green Sprangletop (Van Horn) 
Slender Grama (Dilley) 
Hairy Grama (Chaparral) 
Shortspike Windmillgrass (Welder) 
Pink Pappusgrass (Maverick) 
Plains Bristlegrass (Catarina Blend) 
Hooded Windmillgrass (Mariah) 
Multi-flowered False Rhoades Grass (Hidalgo) 
Arizona Cottontop (La Salle) 

1.0 
2.0 
0.6 
0.4 
0.6 
0.2 
0.3 
0.1 
0.2 
 

16 (Corpus Christi) 
Jan. 1–May 1 

Green Sprangletop (Van Horn) 
Sideoats Grama (South Texas) 
Texas Grama (Atascosa) 
Slender Grama (Dilley) 
Shortspike Windmillgrass (Welder) 
Pink Pappusgrass (Maverick) 
Halls Panicum (Oso) 
Plains Bristlegrass (Catarina Blend) 
False Rhodes Grass (Kinney) 
Hooded Windmillgrass (Mariah) 
Arizona Cottontop (La Salle) 

1.0 
1.0 
1.0 
1.0 
0.2 
0.6 
0.2 
0.2 
0.1 
0.2 
0.2 

Green Sprangletop (Van Horn) 
Slender Grama (Dilley) 
Hairy Grama (Chaparral) 
Shortspike Windmillgrass (Welder) 
Pink Pappusgrass (Maverick) 
Plains Bristlegrass (Catarina Blend) 
Hooded Windmillgrass (Mariah) 
Multi-flowered False Rhodes Grass (Hidalgo) 
Arizona Cottontop (La Salle) 
 

1.0 
2.0 
0.6 
0.4 
0.6 
0.2 
0.3 
0.1 
0.2 

17 (Bryan) 
Feb. 1–May 15 

Green Sprangletop 
Bermudagrass 
Sideoats Grama (Haskell) 
Little Bluestem (Native) 
Illinois Bundleflower 

0.3 
1.5 
3.6 
1.7 
1.0 

Green Sprangletop 
Bermudagrass 
Bahiagrass (Pensacola) 
Weeping Lovegrass (Ermelo) 
Sand Lovegrass 
Lance-Leaf Coreopsis 

0.3 
1.5 
7.5 
0.6 
0.6 
1.0 

Table 1 (continued) 
Permanent Rural Seed Mix 
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District and Planting Dates Clay Soils 
Species and Rates (lb. PLS/acre) 

Sandy Soils 
Species and Rates (lb. PLS/acre) 

18 (Dallas) 
Feb. 1–May 15 

Green Sprangletop (Van Horn) 
Sideoats Grama (Haskell) 
Texas Grama (Atascosa) 
Hairy Grama (Chaparral) 
Shortspike Windmillgrass (Welder) 
Little Bluestem (OK Select)  
Purple Prairie Clover (Cuero) 
Engelmann Daisy (Eldorado) 
Illinois Bundleflower 
Awnless Bushsunflower (Plateau) 

1.0 
1.0 
1.0 
0.4 
0.2 
0.8 
0.6 
0.75 
1.3 
0.2 

Green Sprangletop (Van Horn) 
Hooded Windmillgrass (Mariah) 
Shortspike Windmillgrass (Welder) 
Hairy Grama (Chaparral) 
Slender Grama (Dilley) 
Sand Lovegrass (Mason) 
Sand Dropseed (Borden County) 
Partridge Pea (Comanche) 
Little Bluestem (OK Select) 
Englemann Daisy (Eldorado) 
Purple Prairie Clover 

1.0 
0.2 
0.2 
0.4 
1.0 
0.2 
0.2 
0.6 
0.8 
0.75 
0.3 

19 (Atlanta) 
Feb. 1–May 15 

Green Sprangletop 
Bermudagrass 
Sideoats Grama (Haskell) 
Illinois Bundleflower 

0.3 
2.4 
4.5 
1.0 

Green Sprangletop 
Bermudagrass 
Bahiagrass (Pensacola) 
Sand Lovegrass 
Lance-Leaf Coreopsis 

0.3 
2.1 
7.5 
0.6 
1.0 

20 (Beaumont) 
Jan. 15–May 15 

Green Sprangletop 
Bermudagrass 
Sideoats Grama (Haskell) 
Illinois Bundleflower 

0.3 
2.7 
4.1 
1.0 

Green Sprangletop 
Bermudagrass 
Bahiagrass (Pensacola) 
Sand Lovegrass 
Lance-Leaf Coreopsis 

0.3 
2.1 
7.5 
0.6 
1.0 

21 (Pharr) 
Jan. 15–May 15 

Green Sprangletop (Van Horn) 
Sideoats Grama (South Texas) 
Texas Grama (Atascosa) 
Slender Grama (Dilley) 
Shortspike Windmillgrass (Welder) 
Pink Pappusgrass (Maverick) 
Halls Panicum (Oso) 
Plains Bristlegrass (Catarina Blend) 
False Rhodes Grass (Kinney) 
Hooded Windmillgrass (Mariah) 
Arizona Cottontop (La Salle) 

1.0 
1.0 
1.0 
1.0 
0.2 
0.6 
0.2 
0.2 
0.1 
0.2 
0.2 

Green Sprangletop (Van Horn) 
Slender Grama (Dilley) 
Hairy Grama (Chaparral) 
Shortspike Windmillgrass (Welder) 
Pink Pappusgrass (Maverick) 
Plains Bristlegrass (Catarina Blend) 
Hooded Windmillgrass (Mariah) 
Multi-flowered False Rhoades Grass (Hidalgo) 
Arizona Cottontop (La Salle) 
 

1.0 
2.0 
0.6 
0.4 
0.6 
0.2 
0.3 
0.1 
0.2 

22 (Laredo) 
Jan. 15–May 1 

Green Sprangletop (Van Horn) 
Sideoats Grama (South Texas) 
Texas Grama (Atascosa) 
Slender Grama (Dilley) 
Shortspike Windmillgrass (Welder) 
Pink Pappusgrass (Maverick) 
Halls Panicum (Oso) 
Plains Bristlegrass (Catarina Blend) 
False Rhodes Grass (Kinney) 
Hooded Windmillgrass (Mariah) 
Arizona Cottontop (La Salle) 

1.0 
1.0 
1.0 
1.0 
0.2 
0.6 
0.2 
0.2 
0.1 
0.2 
0.2 

Green Sprangletop (Van Horn) 
Slender Grama (Dilley) 
Hairy Grama (Chaparral) 
Shortspike Windmillgrass (Welder) 
Pink Pappusgrass (Maverick) 
Plains Bristlegrass (Catarina Blend) 
Hooded Windmillgrass (Mariah) 
Multi-flowered False Rhoades Grass (Hidalgo) 
Arizona Cottontop (La Salle) 
 

1.0 
2.0 
0.6 
0.4 
0.6 
0.2 
0.3 
0.1 
0.2 

23 (Brownwood) 
Feb. 1–May 15 

Green Sprangletop (Van Horn) 
Sideoats Grama (Haskell) 
Texas Grama (Atascosa) 
Hairy Grama (Chaparral) 
Shortspike Windmillgrass (Welder) 
Little Bluestem (OK Select) 
Blue Grama (Hachita) 
Western Wheatgrass (Barton) 
Galleta Grass (Viva) 
Engelmann Daisy (Eldorado) 
Awnless Bushsunflower (Plateau) 

0.6 
1.0 
1.0 
0.4 
0.2 
0.8 
0.4 
1.2 
0.6 
0.75 
0.2 

Green Sprangletop (Van Horn) 
Hooded Windmillgrass (Mariah) 
Shortspike Windmillgrass (Welder) 
Hairy Grama (Chaparral) 
Sand Lovegrass (Mason) 
Sand Dropseed (Borden County) 
Partridge Pea (Comanche) 
Little Bluestem (OK Select) 
Englemann Daisy (Eldorado) 
Purple Prairie Clover (Cuero) 

1.0 
0.2 
0.2 
0.4 
0.2 
0.2 
0.6 
0.8 
0.75 
0.3 

Table 1 (continued) 
Permanent Rural Seed Mix 
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District and Planting Dates Clay Soils 
Species and Rates (lb. PLS/acre) 

Sandy Soils 
Species and Rates (lb. PLS/acre) 

24 (El Paso) 
Feb. 1–May 15 

Green Sprangletop (Van Horn) 
Sideoats Grama (South Texas)  
Blue Grama (Hachita) 
Galleta Grass (Viva) 
Shortspike Windmillgrass (Welder) 
Pink Pappusgrass (Maverick) 
Alkali Sacaton (Saltalk) 
Plains Bristlegrass (Catarina Blend) 
False Rhodes Grass (Kinney) 
Whiplash Pappusgrass (Webb) 
Arizona Cottontop (La Salle) 

1.0 
1.0 
0.4 
0.6 
0.2 
0.6 
0.2 
0.2 
0.1 
0.6 
0.2 

Green Sprangletop (Van Horn) 
Hooded Windmillgrass (Mariah) 
Blue Grama (Hachita) 
Hairy Grama (Chaparral) 
Sand Lovegrass (Mason) 
Sand Dropseed (Borden County) 
Indian Ricegrass (Rim Rock) 
Sand Bluestem (Cottle County) 
Little Bluestem (Pastura) 
Purple Prairie Clover (Cuero) 

1.0 
0.2 
0.4 
0.4 
0.2 
0.2 
1.6 
1.2 
0.8 
0.3 

25 (Childress) 
Feb. 1–May 15 

Green Sprangletop 
Sideoats Grama (El Reno) 
Blue Grama (Hachita) 
Western Wheatgrass 
Galleta 
Illinois Bundleflower 

0.3 
2.7 
0.9 
2.1 
1.6 
1.0 

Green Sprangletop 
Weeping Lovegrass (Ermelo) 
Sand Dropseed (Borden Co.) 
Sand Lovegrass 
Purple Prairie Clover 

0.3 
1.2 
0.5 
0.8 
0.5 

 
Table 2 

Permanent Urban Seed Mix 
District and Planting Dates Clay Soils 

Species and Rates (lb. PLS/acre) 
Sandy Soils 

Species and Rates (lb. PLS/acre) 
1 (Paris) 
Feb. 1–May 15 

Green Sprangletop 
Bermudagrass 
Sideoats Grama (Haskell) 

0.3 
2.4 
4.5 

Green Sprangletop 
Bermudagrass 

0.3 
5.4 
 

2 (Ft. Worth) 
Feb. 1–May 15 

Green Sprangletop 
Sideoats Grama (El Reno) 
Bermudagrass 
Buffalograss (Texoka) 

0.3 
3.6 
2.4 
1.6 

Green Sprangletop 
Sideoats Grama (El Reno) 
Bermudagrass 
Sand Dropseed (Borden Co.) 

0.3 
3.6 
2.1 
0.3 

3 (Wichita Falls) 
Feb. 1–May 15 

Green Sprangletop 
Sideoats Grama (El Reno) 
Bermudagrass 
Buffalograss (Texoka) 

0.3 
4.5 
1.8 
1.6 

Green Sprangletop 
Sideoats Grama (El Reno) 
Bermudagrass 
Sand Dropseed (Borden Co.) 

0.3 
3.6 
1.8 
0.4 

4 (Amarillo) 
Feb. 15–May 15 

Green Sprangletop 
Sideoats Grama (El Reno) 
Blue Grama (Hachita) 
Buffalograss (Texoka) 

0.3 
3.6 
1.2 
1.6 
 

Green Sprangletop 
Sideoats Grama (El Reno) 
Blue Grama (Hachita) 
Sand Dropseed (Borden Co.) 
Buffalograss (Texoka) 

0.3 
2.7 
0.9 
0.4 
1.6 

5 (Lubbock) 
Feb. 15–May 15 

Green Sprangletop 
Sideoats Grama (El Reno) 
Blue Grama (Hachita) 
Buffalograss (Texoka) 

0.3 
3.6 
1.2 
1.6 
 

Green Sprangletop 
Sideoats Grama (El Reno) 
Blue Grama (Hachita) 
Sand Dropseed (Borden Co.) 
Buffalograss (Texoka) 

0.3 
2.7 
0.9 
0.4 
1.6 

6 (Odessa) 
Feb. 1–May 15 

Green Sprangletop 
Sideoats Grama (Haskell) 
Blue Grama (Hachita) 
Buffalograss (Texoka) 

0.3 
3.6 
1.2 
1.6 
 

Green Sprangletop 
Sideoats Grama (Haskell) 
Sand Dropseed (Borden Co.) 
Blue Grama (Hachita) 
Buffalograss (Texoka) 

0.3 
2.7 
0.4 
0.9 
1.6 

7 (San Angelo) 
Feb. 1–May 1 

Green Sprangletop 
Sideoats Grama (Haskell) 
Buffalograss (Texoka) 

0.3 
7.2 
1.6 
 

Green Sprangletop 
Sideoats Grama (Haskell) 
Sand Dropseed (Borden Co.) 
Blue Grama (Hachita) 
Buffalograss (Texoka) 

0.3 
3.2 
0.3 
0.9 
1.6 

8 (Abilene) 
Feb. 1–May 15 

Green Sprangletop 
Sideoats Grama (Haskell) 
Blue Grama (Hachita) 
Buffalograss (Texoka) 

0.3 
3.6 
1.2 
1.6 

Green Sprangletop 
Sand Dropseed (Borden Co.) 
Sideoats Grama (Haskell) 
Blue Grama (Hachita) 
Buffalograss (Texoka) 

0.3 
0.3 
3.6 
0.8 
1.6 

Table 1 (continued) 
Permanent Rural Seed Mix 
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District and Planting Dates Clay Soils 
Species and Rates (lb. PLS/acre) 

Sandy Soils 
Species and Rates (lb. PLS/acre) 

9 (Waco) 
Feb. 1–May 15 

Green Sprangletop 
Bermudagrass 
Buffalograss (Texoka) 
Sideoats Grama (Haskell) 

0.3 
1.8 
1.6 
4.5 

Green Sprangletop 
Buffalograss (Texoka) 
Bermudagrass 
Sand Dropseed (Borden Co.) 

0.3 
1.6 
3.6 
0.4 

10 (Tyler) 
Feb. 1–May 15 

Green Sprangletop 
Bermudagrass 
Sideoats Grama (Haskell) 

0.3 
2.4 
4.5 

Green Sprangletop 
Bermudagrass 

0.3 
5.4 

11 (Lufkin) 
Feb. 1–May 15 

Green Sprangletop 
Bermudagrass 
Sideoats Grama (Haskell) 

0.3 
2.4 
4.5 

Green Sprangletop 
Bermudagrass 

0.3 
5.4 

12 (Houston) 
Jan. 15–May 15 

Green Sprangletop 
Sideoats Grama (Haskell) 
Bermudagrass 

0.3 
4.5 
2.4 

Green Sprangletop 
Bermudagrass 

0.3 
5.4 

13 (Yoakum) 
Jan. 15–May 15 

Green Sprangletop 
Sideoats Grama (South Texas) 
Bermudagrass 

0.3 
4.5 
2.4 

Green Sprangletop 
Bermudagrass 

0.3 
5.4 

14 (Austin) 
Feb. 1–May 15 

Green Sprangletop 
Bermudagrass 
Sideoats Grama (South Texas) 
Buffalograss (Texoka) 

0.3 
2.4 
3.6 
1.6 

Green Sprangletop 
Bermudagrass 
Buffalograss (Texoka) 

0.3 
4.8 
1.6 

15 (San Antonio) 
Feb. 1–May 1 

Green Sprangletop 
Sideoats Grama (South Texas) 
Bermudagrass 
Buffalograss (Texoka) 

0.3 
3.6 
2.4 
1.6 

Green Sprangletop 
Bermudagrass 
Buffalograss (Texoka) 

0.3 
4.8 
1.6 

16 (Corpus Christi) 
Jan. 1–May 1 

Green Sprangletop 
Sideoats Grama (South Texas) 
Bermudagrass 
Buffalograss (Texoka) 

0.3 
3.6 
2.4 
1.6 

Green Sprangletop 
Bermudagrass 
Buffalograss (Texoka) 

0.3 
4.8 
1.6 

17 (Bryan) 
Feb. 1–May 15 

Green Sprangletop 
Bermudagrass 
Sideoats Grama (Haskell) 

0.3 
2.4 
4.5 

Green Sprangletop 
Bermudagrass 

0.3 
5.4 

18 (Dallas) 
Feb. 1–May 15 

Green Sprangletop 
Sideoats Grama (El Reno) 
Buffalograss (Texoka) 
Bermudagrass 

0.3 
3.6 
1.6 
2.4 

Green Sprangletop 
Buffalograss (Texoka) 
Bermudagrass 
Sand Dropseed (Borden Co.) 

0.3 
1.6 
3.6 
0.4 

19 (Atlanta) 
Feb. 1–May 15 

Green Sprangletop 
Bermudagrass 
Sideoats Grama (Haskell) 

0.3 
2.4 
4.5 

Green Sprangletop 
Bermudagrass 

0.3 
5.4 

20 (Beaumont) 
Jan. 15–May 15 

Green Sprangletop 
Bermudagrass 
Sideoats Grama (Haskell) 

0.3 
2.4 
4.5 

Green Sprangletop 
Bermudagrass 

0.3 
5.4 

21 (Pharr) 
Jan. 15–May 15 

Green Sprangletop 
Sideoats Grama (South Texas) 
Buffalograss (Texoka) 
Bermudagrass 

0.3 
3.6 
1.6 
2.4 

Green Sprangletop 
Buffalograss (Texoka) 
Bermudagrass 
Sand Dropseed (Borden Co.) 

0.3 
1.6 
3.6 
0.4 

22 (Laredo) 
Jan. 15–May 1 

Green Sprangletop 
Sideoats Grama (South Texas) 
Buffalograss (Texoka) 
Bermudagrass 

0.3 
4.5 
1.6 
1.8 

Green Sprangletop 
Buffalograss (Texoka) 
Bermudagrass 
Sand Dropseed 

0.3 
1.6 
3.6 
0.4 

23 (Brownwood) 
Feb. 1–May 15 

Green Sprangletop 
Sideoats Grama (Haskell) 
Bermudagrass 
Blue Grama (Hachita) 

0.3 
3.6 
1.2 
0.9 

Green Sprangletop 
Buffalograss (Texoka) 
Bermudagrass 
Sand Dropseed (Borden Co.) 

0.3 
1.6 
3.6 
0.4 

24 (El Paso) 
Feb. 1–May 15 

Green Sprangletop 
Sideoats Grama (South Texas) 
Blue Grama (Hachita) 
Buffalograss (Texoka) 

0.3 
3.6 
1.2 
1.6 

Green Sprangletop 
Buffalograss (Texoka) 
Sand Dropseed (Borden Co.) 
Blue Grama (Hachita) 

0.3 
1.6 
0.4 
1.8 

25 (Childress) 
Feb. 1–May 15 

Green Sprangletop 
Sideoats Grama (El Reno) 
Blue Grama (Hachita) 
Buffalograss (Texoka) 

0.3 
3.6 
1.2 
1.6 

Green Sprangletop 
Sand Dropseed (Borden Co.) 
Buffalograss (Texoka) 
Bermudagrass 

0.3 
0.4 
1.6 
1.8 

Table 2 (continued) 
Permanent Urban Seed Mix 
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Table 3 
Temporary Cool Season Seeding 

Districts Dates Seed Mix and Rates  
(lb. PLS/acre) 

Paris (1), Amarillo (4), Lubbock (5), Dallas (18) September 1–November 30 Tall Fescue  
Western Wheatgrass  
Wheat (Red, Winter)  

4.5 
5.6 
34 

Odessa (6), San Angelo (7), El Paso (24) September 1–November 30 Western Wheatgrass  
Wheat (Red, Winter)  

8.4 
50 

Waco (9), Tyler (10), Lufkin (11), Austin (14), San Antonio (15), 
Bryan (17), Atlanta (19) 

September 1–November 30 Tall Fescue  
Oats  
Wheat  

4.5 
24 
34 

Houston (12), Yoakum (13), Corpus Christi (16), Beaumont (20), 
Pharr (21), Laredo (22) 

September 1–November 30 Oats  72 

Ft. Worth (2), Wichita Falls (3), Abilene (8), Brownwood (23), 
Childress (25) 

September 1–November 30 Tall Fescue  
Western Wheatgrass  
Cereal Rye  

4.5 
5.6 
34 

 
Table 4 

Temporary Warm Season Seeding 
Districts Dates Seed Mix and Rates  

(lb. PLS/acre) 
All May 1–August 31 Foxtail Millet 34 

2.2. Fertilizer. Use fertilizer in conformance with Article 166.2., “Materials.” 

2.3. Vegetative Watering. Use water that is clean and free of industrial wastes and other substances harmful to 
the growth of vegetation. 

2.4. Mulch. 

2.4.1. Straw or Hay Mulch. Use straw or hay mulch in conformance with Section 162.2.5., “Mulch.” 

Cellulose Fiber Mulch. Use only cellulose fiber mulches that are on the Approved Products List, Erosion 
Control Approved Products. (http://www.txdot.gov/business/resources/erosion-control.html) Submit one full 
set of manufacturer’s literature for the selected material. Keep mulch dry until applied. Do not use molded or 
rotted material. 

2.5. Tacking Methods. Use a tacking agent applied in accordance with the manufacturer’s recommendations or 
a crimping method on all straw or hay mulch operations. Use tacking agents as approved or as specified on 
the plans. 

3. CONSTRUCTION 

Cultivate the area to a depth of 4 in. before placing the seed unless otherwise directed. Use approved 
equipment to vertically track the seedbed as shown on the plans or as directed. Cultivate the seedbed to a 
depth of 4 in. or mow the area before placement of the permanent seed when performing permanent seeding 
after an established temporary seeding. Plant the seed specified and mulch, if required, after the area has 
been completed to lines and grades as shown on the plans. 

3.1. Broadcast Seeding. Distribute the seed or seed mixture uniformly over the areas shown on the plans using 
hand or mechanical distribution or hydro-seeding on top of the soil unless otherwise directed. Apply the 
mixture to the area to be seeded within 30 min. of placement of components in the equipment when seed 
and water are to be distributed as a slurry during hydro-seeding. Roll the planted area with a light roller or 
other suitable equipment. Roll sloped areas along the contour of the slopes. 

3.2. Straw or Hay Mulch Seeding. Plant seed according to Section 164.3.1., “Broadcast Seeding.” Apply straw 
or hay mulch uniformly over the seeded area immediately after planting the seed or seed mixture. Apply 
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straw mulch at 2 to 2.5 tons per acre. Apply hay mulch at 1.5 to 2 tons per acre. Use a tacking method over 
the mulched area. 

3.3. Cellulose Fiber Mulch Seeding. Plant seed in accordance with Section 164.3.1., “Broadcast Seeding.” 
Apply cellulose fiber mulch uniformly over the seeded area immediately after planting the seed or seed 
mixture at the following rates. 

Sandy soils with slopes of 3:1 or less—2,500 lb. per acre. 
Sandy soils with slopes greater than 3:1—3,000 lb. per acre. 
Clay soils with slopes of 3:1 or less—2,000 lb. per acre. 
Clay soils with slopes greater than 3:1—2,300 lb. per acre. 

Cellulose fiber mulch rates are based on dry weight of mulch per acre. Mix cellulose fiber mulch and water to 
make a slurry and apply uniformly over the seeded area using suitable equipment. 

3.4. Drill Seeding. Plant seed or seed mixture uniformly over the area shown on the plans at a depth of 1/4 to 
1/3 in. using a pasture or rangeland type drill unless otherwise directed. Plant seed along the contour of the 
slopes. 

3.5. Straw or Hay Mulching. Apply straw or hay mulch uniformly over the area as shown on the plans. Apply 
straw mulch at 2 to 2.5 tons per acre. Apply hay mulch at 1.5 to 2 tons per acre. Use a tacking method over 
the mulched area. 

Apply fertilizer in conformance with Article 166.3., “Construction.” Seed and fertilizer may be distributed 
simultaneously during “Broadcast Seeding” operations, provided each component is applied at the specified 
rate. Apply half of the required fertilizer during the temporary seeding operation and the other half during the 
permanent seeding operation when temporary and permanent seeding are both specified for the same area. 

Water the seeded areas at the rates and frequencies as shown on the plans or as directed. 

4. MEASUREMENT 

This Item will be measured by the square yard or by the acre. 

5. PAYMENT 

The work performed and the materials furnished in accordance with this Item and measured as provided 
under “Measurement” will be paid for at the unit price bid for “Broadcast Seeding (Perm)” of the rural or urban 
seed mixture and sandy or clay soil specified, “Broadcast Seeding (Temp)” of warm or cool season specified, 
“Straw or Hay Mulch Seeding (Perm)” of the rural or urban seed mixture and sandy or clay soil specified, 
“Straw or Hay Mulch Seeding (Temp)” of warm or cool season specified, “Cellulose Fiber Mulch Seeding 
(Perm)” of the rural or urban seed mixture and sandy or clay soil specified, “Cellulose Fiber Mulch Seeding 
(Temp)” of warm or cool season specified, “Drill Seeding (Perm)” of the rural or urban seed mixture and 
sandy or clay soil specified, “Drill Seeding (Temp)” of warm or cool season specified, and “Straw or Hay 
Mulching.” This price is full compensation for furnishing materials, including water for hydro-seeding and 
hydro-mulching operations, mowing, labor, equipment, tools, supplies, and incidentals. Fertilizer will not be 
paid for directly but will be subsidiary to this Item. Water for irrigating the seeded area, when specified, will be 
paid for under Item 168, “Vegetative Watering.” 
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Item 166 
Fertilizer 
1. DESCRIPTION 

Provide and distribute fertilizer over areas specified on the plans. 

2. MATERIALS 

Use a complete fertilizer containing nitrogen (N), phosphoric acid (P), and potash (K) nutrients unless 
otherwise specified on the plans. Ensure at least 50% of the nitrogen component is a slow-release 
sulfur-coated urea. Ensure that fertilizer is in an acceptable condition for distribution in containers labeled 
with the analysis. Fertilizer is subject to testing by the Texas A&M Feed and Fertilizer Control Service in 
accordance with the Texas Fertilizer Law. 

3. CONSTRUCTION 

Deliver and apply the complete fertilizer uniformly at a rate equal to 60 lb. of nitrogen per acre or at the 
analysis and rate specified on the plans. 

Apply fertilizer as a dry material and do not mix with water to form a slurry. 

Incorporate fertilizer during seedbed preparation as specified on the plans. 

4. MEASUREMENT 

When fertilizer is specified on the plans to be a pay item, measurement will be by the acre of surface area 
covered or by the ton (2,000 lb.). Measurement by the ton will use guaranteed weight of bags or containers 
as shown by the manufacturer or certified scales meeting the requirements of Item 520, “Weighing and 
Measuring Equipment,” unless otherwise approved. 

5. PAYMENT 

Unless otherwise specified on the plans, the work performed, materials furnished, equipment, labor, tools, 
and incidentals will not be paid for directly but will be subsidiary to pertinent bid items. 

When fertilizer is specified on the plans to be a pay item, the work performed and materials furnished in 
accordance with this Item and measured as provided under “Measurement” will be paid for at the unit price 
bid for “Fertilizer.” This price is full compensation for furnishing materials and performing operations. 
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Item 168 
Vegetative Watering 
1. DESCRIPTION 

Provide and distribute water to promote growth of vegetation as directed. 

2. MATERIALS 

Use water that is clean and free of industrial wastes and other substances harmful to the growth of 
vegetation. 

3. CONSTRUCTION 

Apply water when directed. Furnish and operate equipment to distribute water at a uniform and controllable 
rate. Ensure that watering does not erode soil or plantings. Apply water in the required quantity where shown 
on the plans or as directed. 

4. MEASUREMENT 

This Item will be measured by the 1,000 gal. as applied. 

5. PAYMENT 

The work performed and materials furnished in accordance with this Item and measured as provided under 
“Measurement” will be paid for at the unit price bid for “Vegetative Watering.” This price is full compensation 
for furnishing and operating watering equipment and measuring devices and for furnishing and applying 
water, including hauling, equipment, labor, and incidentals. 
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Item 432 
Riprap 
1. DESCRIPTION 

Furnish and place concrete, stone, cement-stabilized, or special riprap. 

2. MATERIALS 

Furnish materials in accordance with the following Items. 
Item 420, “Concrete Substructures” 
Item 421, “Hydraulic Cement Concrete” 
Item 431, “Pneumatically Placed Concrete” 
Item 440, “Reinforcement for Concrete” 
DMS-6200, “Filter Fabric” 

2.1. Concrete Riprap. Use Class B Concrete unless otherwise shown on the plans. 

2.2. Pneumatically Placed Concrete Riprap. Use Class II concrete that meets Item 431, “Pneumatically Placed 
Concrete,” unless otherwise shown on the plans. 

2.3. Stone Riprap. Use durable natural stone with a bulk specific gravity of at least 2.50 as determined by 
Tex-403-A unless otherwise shown on the plans. Provide stone that, when tested in accordance with 
Tex-411-A, has weight loss of no more than 18% after 5 cycles of magnesium sulfate solution. 

Perform a size verification test on the first 5,000 sq. yd. of finished riprap stone for all types of stone riprap at 
a location determined by the Engineer. Test the riprap stone in accordance with ASTM D5519. Additional 
tests may be required. Do not place additional riprap until the initial 5,000 sq. yd. of riprap has been 
approved. 

Provide grout or mortar in accordance with Item 421, “Hydraulic Cement Concrete,” when specified. Provide 
grout with a consistency that will flow into and fill all voids. 

Provide filter fabric in accordance with DMS-6200, “Filter Fabric.” Provide Type 2 filter fabric for protection 
stone riprap unless otherwise shown on the plans. Provide Type 2 filter fabric for Type R, F, or Common 
stone riprap when shown on the plans. 

2.3.1. Type R. Use stones between 50 and 250 lb. with at least 50% of the stones heavier than 100 lb. 

2.3.2. Type F. Use stones between 50 and 250 lb. with at least 40% of the stones heavier than 100 lb. Use stones 
with at least 1 broad flat surface. 

2.3.3. Common. Use stones between 50 and 250 lb. Use stones that are at least 3 in. in their least dimension. Use 
stones that are at least twice as wide as they are thick. When shown on the plans or approved, material may 
consist of broken concrete removed under the Contract or from other approved sources. Cut exposed 
reinforcement flush with all surfaces before placement of each piece of broken concrete. 

2.3.4. Protection. Use boulders or quarried rock that meets the gradation requirements of Table 1. Both the width 
and the thickness of each piece of riprap must be at least 1/3 of the length. When shown on the plans or as 
approved, material may consist of broken concrete removed under the Contract or from other approved 
sources. Cut exposed reinforcement flush with all surfaces before placement of each piece of broken 
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concrete. Determine gradation of the finished, in-place, riprap stone under the direct supervision of the 
Engineer in accordance with ASTM D5519. 

Table 1 
In-Place Protection Riprap Gradation Requirements 

Size Maximum Size 
(lb.) 

90% Size1 
(lb.) 

50% Size2 
(lb.) 

8% Size3 

Minimum (lb.) 
12 in. 200 80–180 30–75 3 
15 in. 320 170–300 60–165 20 
18 in. 530 290–475 105–220 22 
21 in. 800 460–720 175–300 25 
24 in. 1,000 550–850 200–325 30 
30 in. 2,600 1,150–2,250 400–900 40 

1. Defined as that size such that 10% of the total riprap stone, by weight, is larger and 90% is 
smaller. 

2. Defined as that size such that 50% of the total riprap stone, by weight, is larger and 50% is 
smaller. 

3. Defined as that size such that 92% of the total riprap stone, by weight, is larger and 8% is 
smaller. 

The Engineer may require in-place verification of the stone size. Determine the in-place size of the riprap 
stone by taking linear transects along the riprap and measuring the intermediate axis of the stone at select 
intervals. Place a tape measure along the riprap and determine the intermediate axis size of the stone at 2 ft. 
intervals. Measure a minimum of 100 stones, either in a single transect or in multiple transects, then follow 
ASTM D5519 Test Procedure Part B to determine the gradation. Table 2 is a guide for comparing the stone 
size in inches to the stone weight shown in Table 1. 

Table 2 
Protection Riprap Stone Size1 

Size 
Dmax  
(in.) 

D90 
(in.) 

D50 
(in.) 

D8 
(in.) 

12 in. 13.76 10.14–13.29 7.31–9.92 3.39 
15 in. 16.10 13.04–15.75 9.21–12.91 6.39 
18 in. 19.04 15.58–18.36 11.10–14.21 6.59 
21 in. 21.85 18.17–21.09 13.16–15.75 6.88 
24 in. 23.53 19.28–22.29 13.76–16.18 7.31 
30 in. 32.36 24.65–30.84 17.34–22.72 8.05 

1. Based on a Specific Gravity of 2.5 and using the following equation for the intermediate 
axis diameter D = {(12*W)/(Gs*62.4*0.85)}1/3 
 
where: 
D = intermediate axis diameter in in.; 
W = weight of stone in lbs.; 
Gs = Specific Gravity of stone. 
Note—If the Specific Gravity of the stone is different than 2.5, then the above equation 
can be used to determine the appropriate size using the actual Specific Gravity. 

If required, provide bedding stone that, in-place, meets the gradation requirements shown in Table 3 or as 
otherwise shown on the plans. Determine the size distribution in Table 3 in accordance with ASTM D6913. 

Table 3 
Protection Riprap Bedding Material Gradation Requirements 

Sieve Size (Sq. Mesh) % by Weight Passing 
3" 100 

1-1/2" 50–80 
3/4" 20–60 
#4 0–15 

#10 0–5 

2.4. Cement-Stabilized Riprap. Provide aggregate that meets Item 247, “Flexible Base,” for the type and grade 
shown on the plans. Use cement-stabilized riprap with 7% hydraulic cement by dry weight of the aggregate. 

2.5. Special Riprap. Furnish materials for special riprap according to the plans. 
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3. CONSTRUCTION 

Dress slopes and protected areas to the line and grade shown on the plans before the placement of riprap. 
Place riprap and toe walls according to details and dimensions shown on the plans or as directed. 

3.1. Concrete Riprap. Reinforce concrete riprap with 6 × 6 – W2.9 × W2.9 welded wire fabric or with No. 3 or 
No. 4 reinforcing bars spaced at a maximum of 18 in. in each direction unless otherwise shown. Alternative 
styles of welded wire fabric that provide at least 0.058 sq. in. of steel per foot in both directions may be used 
if approved. A combination of welded wire fabric and reinforcing bars may be provided when both are 
permitted. Provide a minimum 6-in. lap at all splices. Provide horizontal cover of at least 1 in. and no more 
than 3 in. at the edge of the riprap. Place the first parallel bar no more than 6 in. from the edge of concrete. 
Use approved supports to hold the reinforcement approximately equidistant from the top and bottom surface 
of the slab. Adjust reinforcement during concrete placement to maintain correct position. 

Sprinkle or sprinkle and consolidate the subgrade before the concrete is placed as directed. All surfaces 
must be moist when concrete is placed. 

Compact and shape the concrete once it has been placed to conform to the dimensions shown on the plans. 
Finish the surface with a wood float after it has set sufficiently to avoid slumping to secure a smooth surface 
or broom finish as approved. 

Cure the riprap immediately after the finishing operation according to Item 420, “Concrete Substructures.” 

3.2. Stone Riprap. Provide the following types of stone riprap when shown on the plans: 
Dry Riprap. Stone riprap with voids filled with only spalls or small stones. 
Grouted Riprap. Type R, F, or Common stone riprap with voids grouted after all the stones are in 
place. 
Mortared Riprap. Type F stone riprap laid and mortared as each stone is placed. 

Use spalls and small stones lighter than 25 lb. to fill open joints and voids in stone riprap, and place to a tight 
fit. 

Place mortar or grout only when the air temperature is above 35°F. Protect work from rapid drying for at least 
3 days after placement. 

Place filter fabric with the length running up and down the slope unless otherwise approved. Ensure fabric 
has a minimum overlap of 2 ft. Secure fabric with nails or pins. Use nails at least 2 in. long with washers or 
U-shaped pins with legs at least 9 in. long. Space nails or pins at a maximum of 10 ft. in each direction and 
5 ft. along the seams. Alternative anchorage and spacing may be used when approved. 

3.2.1. Type R. Construct riprap as shown in Figure 1 on the Stone Riprap Standard and as shown on the plans. 
Place stones in a single layer with close joints so most of their weight is carried by the earth and not the 
adjacent stones. Place the upright axis of the stones at an angle of approximately 90° to the embankment 
slope. Place each course from the bottom of the embankment upward with the larger stones in the lower 
courses. 

Fill open joints between stones with spalls. Place stones to create a uniform finished top surface. Do not 
exceed a 6-in. variation between the tops of adjacent stones. Replace, embed deeper, or chip away stones 
that project more than the allowable amount above the finished surface. 

Prevent earth, sand, or foreign material from filling the spaces between the stones when the plans require 
Type R stone riprap to be grouted. Wet the stones thoroughly after they are in place, fill the spaces between 
the stones with grout, and pack. Sweep the surface of the riprap with a stiff broom after grouting. 
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3.2.2. Type F. 

3.2.2.1. Dry Placement. Construct riprap as shown in Figure 2 on the Stone Riprap Standard. Set the flat surface on 
a prepared horizontal earth bed, and overlap the underlying course to secure a lapped surface. Place the 
large stones first, roughly arranged in close contact. Fill the spaces between the large stones with suitably 
sized stones placed to leave the surface evenly stepped and conforming to the contour required. Place stone 
to drain water down the face of the slope. 

3.2.2.2. Grouting. Construct riprap as shown in Figure 3 on the Stone Riprap Standard. Size, shape, and lay large 
flat-surfaced stones to produce an even surface with minimal voids. Place stones with the flat surface facing 
upward parallel to the slope. Place the largest stones near the base of the slope. Fill spaces between the 
larger stones with stones of suitable size, leaving the surface smooth, tight, and conforming to the contour 
required. Place the stones to create a plane surface with a variation no more than 6 in. in 10 ft. from true 
plane. Provide the same degree of accuracy for warped and curved surfaces. Prevent earth, sand, or foreign 
material from filling the spaces between the stones. Wet the stones thoroughly after they are in place, fill the 
spaces between them with grout, and pack. Sweep the surface with a stiff broom after grouting. 

3.2.2.3. Mortaring. Construct riprap as shown in Figure 2 on the Stone Riprap Standard. Lap courses as described 
for dry placement. Wet the stones thoroughly before placing mortar. Bed the larger stones in fresh mortar as 
they are being place and shove adjacent stones into contact with one another. Spread excess mortar forced 
out during placement of the stones uniformly over them to fill all voids completely. Point up all joints roughly 
either with flush joints or shallow, smooth-raked joints as directed. 

3.2.3. Common. Construct riprap as shown in Figure 4 on the Stone Riprap Standard. Place stones on a bed 
excavated for the base course. Bed the base course of stone well into the ground with the edges in contact. 
Bed and place each succeeding course in even contact with the preceding course. Use spalls and small 
stones to fill any open joints and voids in the riprap. Ensure the finished surface presents an even, tight 
surface, true to the line and grades of the typical sections. 

Prevent earth, sand, or foreign material from filling the spaces between the stones when the plans require 
grouting common stone riprap. Wet the stones thoroughly after they are in place; fill the spaces between 
them with grout; and pack. Sweep the surface with a stiff broom after grouting. 

3.2.4. Protection. Construct riprap as shown in Figure 5 on the Stone Riprap Standard. Place riprap stone on the 
slopes within the limits shown on the plans. Place stone for riprap on the filter fabric to produce a reasonably 
well-graded mass of riprap with the minimum practicable percentage of voids. Construct the riprap to the 
lines and grades shown on the plans or staked in the field. A tolerance of +6 in. and 0 in. from the slope line 
and grades shown on the plans is allowed in the finished surface of the riprap. Place riprap to its full 
thickness in a single operation. Avoid displacing the filter fabric. Ensure the entire mass of stones in their 
final position is free from objectionable pockets of small stones and clusters of larger stones. Do not place 
riprap in layers, and do not place it by dumping it into chutes, dumping it from the top of the slope, pushing it 
from the top of the slope, or any method likely to cause segregation of the various sizes. Obtain the desired 
distribution of the various sizes of stones throughout the mass by selective loading of material at the quarry 
or other source or by other methods of placement that will produce the specified results. Rearrange individual 
stones by mechanical equipment or by hand if necessary to obtain a reasonably well-graded distribution of 
stone sizes. Use the bedding thickness shown and place stone for riprap on the bedding material to produce 
a reasonably well-graded mass of riprap with the minimum practicable percentage of voids if required on the 
plans. 

3.3. Pneumatically Placed Concrete Riprap, Class II. Meet Item 431, “Pneumatically Placed Concrete.” 
Provide reinforcement following the details on the plans and Item 440, “Reinforcement for Concrete.” Support 
reinforcement with approved supports throughout placement of concrete. 

Give the surface a wood-float finish or a gun finish as directed. Cure the riprap with membrane-curing 
compound immediately after the finishing operation in accordance with Item 420, “Concrete Substructures.” 
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3.4. Cement-Stabilized Riprap. Follow the requirements of the plans and the provisions for concrete riprap 
except when reinforcement is not required. The Engineer will approve the design and mixing of the cement-
stabilized riprap. 

3.5. Special Riprap. Construct special riprap according to the plans. 

4. MEASUREMENT 

This Item will be measured by the cubic yard of material complete in place. Volume will be computed on the 
basis of the measured area in place and the thickness and toe wall width shown on the plans. 

If required on the plans, the pay quantity of the bedding material for stone riprap for protection to be paid for 
will be measured by the cubic yard as computed from the measured area in place and the bedding thickness 
shown on the plans. 

5. PAYMENT 

The work performed and materials furnished in accordance with this Item and measured as provided under 
“Measurement” will be paid for at the unit price bid for “Riprap” of the type, thickness, and void-filling 
technique (Dry, Grout, Mortar) specified, as applicable. This price is full compensation for furnishing, hauling, 
and placing riprap and for filter fabric, expansion joint material, concrete and reinforcing steel, grout and 
mortar, scales, test weights, equipment, labor, tools, and incidentals. 

Payment for excavation of toe wall trenches, for all necessary excavation below natural ground or bottom of 
excavated channel, and for shaping of slopes for riprap will be included in the unit price bid per cubic yard of 
riprap. 

When bedding is required for protection stone riprap, payment will be made at the unit price for “Bedding 
Material” of the thickness specified. This price is full compensation for furnishing, hauling, placing, and 
maintaining the bedding material until placement of the riprap cover is completed and accepted; excavation 
required for placement of bedding material; and equipment, scales, test weights, labor, tools, and incidentals. 
No payment will be made for excess thickness of bedding nor for material required to replace embankment 
material lost by rain wash, wind erosion, or otherwise. 
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Item 506 
Temporary Erosion, Sedimentation,  
and Environmental Controls 
1. DESCRIPTION 

Install, maintain, and remove erosion, sedimentation, and environmental control measures to prevent or 
reduce the discharge of pollutants in accordance with the Storm Water Pollution Prevention Plan (SWP3) on 
the plans and the Texas Pollutant Discharge Elimination System (TPDES) General Permit TXR150000. 
Control measures are defined as Best Management Practices used to prevent or reduce the discharge of 
pollutants. Control measures include, but are not limited to, rock filter dams, temporary pipe slope drains, 
temporary paved flumes, construction exits, earthwork for erosion control, pipe, construction perimeter fence, 
sandbags, temporary sediment control fence, biodegradable erosion control logs, vertical tracking, temporary 
or permanent seeding, and other measures. Erosion and sediment control devices must be selected from the 
Erosion Control Approved Products or Sediment Control Approved Products lists. Perform work in a manner 
to prevent degradation of receiving waters, facilitate project construction, and comply with applicable federal, 
state, and local regulations. Ensure the installation and maintenance of control measures is performed in 
accordance with the manufacturer’s or designer’s specifications. 

Provide the Contractor Certification of Compliance before performing SWP3 or soil disturbing activities. By 
signing the Contractor Certification of Compliance, the Contractor certifies they have read and understand 
the requirements applicable to this project pertaining to the SWP3, the plans, and the TPDES General Permit 
TXR150000. The Contractor is responsible for any penalties associated with non-performance of installation 
or maintenance activities required for compliance. Ensure the most current version of the certificate is 
executed for this project. 

2. MATERIALS 

Furnish materials in accordance with the following: 
Item 161, “Compost” 
Item 432, “Riprap” 
Item 556, “Pipe Underdrains” 

2.1. Rock Filter Dams.

2.1.1. Aggregate. Furnish aggregate with approved hardness, durability, cleanliness, and resistance to crumbling, 
flaking, and eroding. Provide the following: 

Types 1, 2, and 4 Rock Filter Dams. Use 3 to 6 in. aggregate. 
Type 3 Rock Filter Dams. Use 4 to 8 in. aggregate. 

2.1.2. Wire. Provide minimum 20 gauge galvanized wire for the steel wire mesh and tie wires for Types 2 and 3 
rock filter dams. Type 4 dams require: 

a double-twisted, hexagonal weave with a nominal mesh opening of 2-1/2 × 3-1/4 in.; 
minimum 0.0866 in. steel wire for netting; 
minimum 0.1063 in. steel wire for selvages and corners; and  
minimum 0.0866 in. for binding or tie wire. 

2.1.3. Sandbag Material. Furnish sandbags meeting Section 506.2.8., “Sandbags,” except that any gradation of 
aggregate may be used to fill the sandbags. 
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2.2. Temporary Pipe Slope Drains. Provide corrugated metal pipe, polyvinyl chloride (PVC) pipe, flexible tubing, 
watertight connection bands, grommet materials, prefabricated fittings, and flared entrance sections that 
conform to the plans. Recycled and other materials meeting these requirements are allowed if approved. 

Furnish concrete in accordance with Item 432, “Riprap.” 

2.3. Temporary Paved Flumes. Furnish asphalt concrete, hydraulic cement concrete, or other comparable 
non-erodible material that conforms to the plans. Provide rock or rubble with a minimum diameter of 6 in. and 
a maximum volume of 1/2 cu. ft. for the construction of energy dissipaters. 

2.4. Construction Exits. Provide materials that meet the details shown on the plans and this Section. 

2.4.1. Rock Construction Exit. Provide crushed aggregate for long- and short-term construction exits. Furnish 
aggregates that are clean, hard, durable, and free from adherent coatings such as salt, alkali, dirt, clay, loam, 
shale, soft or flaky materials, and organic and injurious matter. Use 4- to 8-in. aggregate for Type 1. Use 2- to 
4-in. aggregate for Type 3. 

2.4.2. Timber Construction Exit. Furnish No. 2 quality or better railroad ties and timbers for long-term construction 
exits, free of large and loose knots and treated to control rot. Fasten timbers with nuts and bolts or lag bolts, 
of at least 1/2 in. diameter, unless otherwise shown on the plans or allowed. Provide plywood or pressed 
wafer board at least 1/2 in. thick for short-term exits. 

2.4.3. Foundation Course. Provide a foundation course consisting of flexible base, bituminous concrete, hydraulic 
cement concrete, or other materials as shown on the plans or directed. 

2.5. Embankment for Erosion Control. Provide rock, loam, clay, topsoil, or other earth materials that will form a 
stable embankment to meet the intended use. 

2.6. Pipe. Provide pipe outlet material in accordance with Item 556, “Pipe Underdrains,” and details shown on the 
plans. 

2.7. Construction Perimeter Fence.

2.7.1. Posts. Provide essentially straight wood or steel posts that are at least 60 in. long. Furnish soft wood posts 
with a minimum diameter of 3 in., or use nominal 2 × 4 in. boards. Furnish hardwood posts with a minimum 
cross-section of 1-1/2 × 1-1/5 in. Furnish T- or L-shaped steel posts with a minimum weight of 0.5 lb. per foot. 

2.7.2. Fence. Provide orange construction fencing as approved. 

2.7.3. Fence Wire. Provide 11 gauge or larger galvanized smooth or twisted wire. Provide 16 gauge or larger tie 
wire. 

2.7.4. Flagging. Provide brightly-colored flagging that is fade-resistant and at least 3/4 in. wide to provide 
maximum visibility both day and night. 

2.7.5. Staples. Provide staples with a crown at least 1/2 in. wide and legs at least 1/2 in. long. 

2.7.6. Used Materials. Previously used materials meeting the applicable requirements may be used if approved. 

2.8. Sandbags. Provide sandbag material of polypropylene, polyethylene, or polyamide woven fabric with a 
minimum unit weight of 4 oz. per square yard, a Mullen burst-strength exceeding 300 psi, and an ultraviolet 
stability exceeding 70%. 

Use natural coarse sand or manufactured sand meeting the gradation given in Table 1 to fill sandbags. Filled 
sandbags must be 24 to 30 in. long, 16 to 18 in. wide, and 6 to 8 in. thick. 



506 

707

Table 1 
Sand Gradation 

Sieve Size Retained (% by Weight) 
#4 Maximum 3% 

#100 Minimum 80% 
#200 Minimum 95% 

Aggregate may be used instead of sand for situations where sandbags are not adjacent to traffic. The 
aggregate size must not exceed 3/8 in. 

2.9. Temporary Sediment Control Fence. Provide a net-reinforced fence using woven geo-textile fabric. Logos 
visible to the traveling public will not be allowed. 

2.9.1. Fabric. Provide fabric materials in accordance with DMS-6230, “Temporary Sediment Control Fence Fabric.” 

2.9.2. Posts. Provide essentially straight wood or steel posts with a minimum length of 48 in., unless otherwise 
shown on the plans. Furnish soft wood posts at least 3 in. in diameter, or use nominal 2 × 4 in. boards. 
Furnish hardwood posts with a minimum cross-section of 1-1/2 × 1-1/2 in. Furnish T- or L-shaped steel posts 
with a minimum weight of 1.3 lb. per foot. 

2.9.3. Net Reinforcement. Provide net reinforcement of at least 12-1/2 gauge galvanized welded wire mesh, with a 
maximum opening size of 2 × 4 in., at least 24 in. wide, unless otherwise shown on the plans. 

2.9.4. Staples. Provide staples with a crown at least 3/4 in. wide and legs 1/2 in. long. 

2.9.5. Used Materials. Use recycled material meeting the applicable requirements if approved. 

2.10. Biodegradable Erosion Control Logs. 

2.10.1. Core Material. Furnish core material that is biodegradable or recyclable. Use compost, mulch, aspen 
excelsior wood fibers, chipped site vegetation, agricultural rice or wheat straw, coconut fiber, 100% 
recyclable fibers, or any other acceptable material unless specifically called out on the plans. Permit no more 
than 5% of the material to escape from the containment mesh. Furnish compost meeting the requirements of 
Item 161, “Compost.” 

2.10.2. Containment Mesh. Furnish containment mesh that is 100% biodegradable, photodegradable, or recyclable 
such as burlap, twine, UV photodegradable plastic, polyester, or any other acceptable material. 

Furnish biodegradable or photodegradable containment mesh when log will remain in place as part of a 
vegetative system. 

Furnish recyclable containment mesh for temporary installations. 

2.10.3. Size. Furnish biodegradable erosion control logs with diameters shown on the plans or as directed. Stuff 
containment mesh densely so logs do not deform. 

3. QUALIFICATIONS, TRAINING, AND EMPLOYEE REQUIREMENTS 

3.1. Contractor Responsible Person Environmental (CRPE) Qualifications and Responsibilities. Provide 
and designate in writing at the preconstruction conference a CRPE and alternate CRPEwho have overall 
responsibility for the storm water management program. The CRPE will implement storm water and erosion 
control practices; will oversee and observe storm water control measure monitoring and management; will 
monitor the project site daily and produce daily monitoring reports as long as there are BMPs in place or soil 
disturbing activities are evident to ensure compliance with the SWP3 and TPDES General Permit 
TXR150000. During time suspensions when work is not occurring or on contract non-work days, daily 
inspections are not required unless a rain event has occurred. The CRPE will provide recommendations on 
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how to improve the effectiveness of control measures. Attend the Department’s preconstruction conference 
for the project. Ensure training is completed as identified in Section 506.3.3., “Training,” by all applicable 
personnel before employees work on the project. Document and submit a list, signed by the CRPE, of all 
applicable Contractor and subcontractor employees who have completed the training. Include the 
employee’s name, the training course name, and date the employee completed the training. Provide the 
most current list at the preconstruction conference or before SWP3 or soil disturbing activities. Update the list 
as needed and provide the updated list when updated. 

3.2. Contractor Superintendent Qualifications and Responsibilities. Provide a superintendent that is 
competent, has experience with and knowledge of storm water management, and is knowledgeable of the 
requirements and the conditions of the TPDES General Permit TXR150000. The superintendent will manage 
and oversee the day to day operations and activities at the project site; work with the CRPE to provide 
effective storm water management at the project site; represent and act on behalf of the Contractor; and 
attend the Department’s preconstruction conference for the project. 

3.3. Training. All Contractor and subcontractor employees involved in soil disturbing activities, small or large 
structures and, SWP3 (storm water control measures, soil retention blankets, seeding, sodding, etc.) 
activities must complete the following training before performing soil disturbing or SWP3 activities on the 
project. Training is provided by the Department at no cost to the Contractor and is valid for 3 yr. from the date 
of completion. The Engineer may require training at a frequency less than 3 yr. based on environmental 
needs.

“Environmental Management System: Awareness Training for the Contractor (English and Spanish) 
(Approximate running time 20 min.)” 
“Storm Water: Environmental Requirements During Construction (English and Spanish) (Approximate 
running time 20 min.)” 

The CRPE, alternate CRPE, Contractor’s superintendent, and Contractor and subcontractor lead personnel 
involved in soil disturbing or SWP3 activities must enroll and complete the training listed below and provide 
the Certification of Completion before performing soil disturbing or SWP3 activities on the project. Training is 
provided by a third party and is valid for 3 yr. from the date shown on the Certificate of Completion. 
Coordinate enrollment through the third party and pay associated fees for the following training: 

“Revegetation During Construction,” 
“Construction General Permit Compliance,” and 
“Construction Stage Gate Checklist (CSGC).” 

Training may take place at a location at the discretion of the Contractor. Training and associated fees will not 
be measured or paid for directly but are considered subsidiary to this Item. 

4. CONSTRUCTION 

4.1. Contractor Responsibilities. Implement the SWP3 for the project site in accordance with the plans and 
specifications, TPDES General Permit TXR150000, and as directed. Coordinate storm water management 
with all other work on the project. Develop and implement an SWP3 for project-specific material supply plants 
within and outside of the Department’s right of way in accordance with the specific or general storm water 
permit requirements. Prevent water pollution from storm water associated with construction activity from 
entering any surface water or private property on or adjacent to the project site. 

4.2. Implementation. The CRPE, or alternate CRPE, must be accessible by phone and able to respond to 
project-related storm water management or other environmental emergencies 24 hr. per day. 

4.2.1. Commencement. Implement the SWP3 as shown and as directed. Contractor-proposed recommendations 
for changes will be allowed as approved. Conform to the established guidelines in the TPDES General 
Permit TXR150000 to make changes. Do not implement changes until approval has been received and 
changes have been incorporated into the plans. Minor adjustments to meet field conditions are allowed and 
will be recorded in the SWP3. 
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4.2.2. Phasing. Implement control measures before the commencement of activities that result in soil disturbance. 
Phase and minimize the soil disturbance to the areas shown on the plans. Coordinate temporary control 
measures with permanent control measures and all other work activities on the project to assure economical, 
effective, safe, and continuous water pollution prevention. Provide control measures that are appropriate to 
the construction means, methods, and sequencing allowed by the Contract. Exercise precaution throughout 
the life of the project to prevent pollution of ground waters and surface waters. Schedule and perform 
clearing and grubbing operations so that stabilization measures will follow immediately thereafter if project 
conditions permit. Bring all grading sections to final grade as soon as possible and implement temporary and 
permanent control measures at the earliest time possible. Implement temporary control measures when 
required by the TPDES General Permit TXR150000 or otherwise necessitated by project conditions. 

Do not prolong final grading and shaping. Preserve vegetation where possible throughout the project, and 
minimize clearing, grubbing, and excavation within stream banks, bed, and approach sections. 

4.3. General.

4.3.1. Temporary Alterations or Control Measure Removal. Altering or removal of control measures is allowed 
when control measures are restored within the same working day. 

4.3.2. Stabilization. Initiate stabilization for disturbed areas no more than 14 days after the construction activities in 
that portion of the site have temporarily or permanently ceased. Establish a uniform vegetative cover or use 
another stabilization practice in accordance with the TPDES General Permit TXR150000. 

4.3.3. Finished Work. Remove and dispose of all temporary control measures upon acceptance of vegetative 
cover or other stabilization practice unless otherwise directed. Complete soil disturbing activities and 
establish a uniform perennial vegetative cover. A project will not be considered for acceptance until a 
vegetative cover of 70% density of existing adjacent undisturbed areas is obtained or equivalent permanent 
stabilization is obtained in accordance with the TPDES General Permit TXR150000. An exception will be 
allowed in arid areas as defined in the TPDES General Permit TXR150000. 

4.3.4. Restricted Activities and Required Precautions. Do not discharge onto the ground or surface waters any 
pollutants such as chemicals, raw sewage, fuels, lubricants, coolants, hydraulic fluids, bitumens, or any other 
petroleum product. Operate and maintain equipment on-site to prevent actual or potential water pollution. 
Manage, control, and dispose of litter on-site such that no adverse impacts to water quality occur. Prevent 
dust from creating a potential or actual unsafe condition, public nuisance, or condition endangering the value, 
utility, or appearance of any property. Wash out concrete trucks only as described in the TPDES General 
Permit TXR150000. Use appropriate controls to minimize the offsite transport of suspended sediments and 
other pollutants if it is necessary to pump or channel standing water (i.e., dewatering). Prevent discharges 
that would contribute to a violation of Edwards Aquifer Rules, water quality standards, the impairment of a 
listed water body, or other state or federal law. 

4.4. Installation, Maintenance, and Removal Work. Perform work in accordance with the SWP3, according to 
manufacturers’ guidelines, and in accordance with the TPDES General Permit TXR150000. Install and 
maintain the integrity of temporary erosion and sedimentation control devices to accumulate silt and debris 
until soil disturbing activities are completed and permanent erosion control features are in place or the 
disturbed area has been adequately stabilized as approved. 

The Department will inspect and document the condition of the control measures at the frequency shown on 
the plans and will provide the Construction SWP3 Field Inspection and Maintenance Reports to the 
Contractor. Make corrections as soon as possible before the next anticipated rain event or within 7 calendar 
days after being able to enter the worksite for each control measure. The only acceptable reason for not 
accomplishing the corrections with the time frame specified is when site conditions are “Too Wet to Work.” 
Take immediate action if a correction is deemed critical as directed. When corrections are not made within 
the established time frame, all work will cease on the project and time charges will continue while the control 
measures are brought into compliance. Commence work once the Engineer reviews and documents the 
project is in compliance. Commencing work does not release the Contractor of the liability for noncompliance 
of the SWP3, plans, or TPDES General Permit TXR150000. 
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The Engineer may limit the disturbed area if the Contractor cannot control soil erosion and sedimentation 
resulting from the Contractor’s operations. Implement additional controls as directed. 

Remove devices upon approval or as directed. Finish-grade and dress the area upon removal. Stabilize 
disturbed areas in accordance with the permit, and as shown on the plans or directed. Materials removed are 
considered consumed by the project. Retain ownership of stockpiled material and remove it from the project 
when new installations or replacements are no longer required. 

4.4.1. Rock Filter Dams for Erosion Control. Remove trees, brush, stumps, and other objectionable material that 
may interfere with the construction of rock filter dams. Place sandbags as a foundation when required or at 
the Contractor’s option. 

Place the aggregate to the lines, height, and slopes specified, without undue voids for Types 1, 2, 3, and 5. 
Place the aggregate on the mesh and then fold the mesh at the upstream side over the aggregate and 
secure it to itself on the downstream side with wire ties, or hog rings for Types 2 and 3, or as directed. Place 
rock filter dams perpendicular to the flow of the stream or channel unless otherwise directed. Construct filter 
dams according to the following criteria unless otherwise shown on the plans: 

4.4.1.1. Type 1 (Non-Reinforced).
Height. At least 18 in. measured vertically from existing ground to top of filter dam. 
Top Width. At least 2 ft. 
Slopes. No steeper than 2:1. 

4.4.1.2. Type 2 (Reinforced).
Height. At least 18 in. measured vertically from existing ground to top of filter dam. 
Top Width. At least 2 ft. 
Slopes. No steeper than 2:1. 

4.4.1.3. Type 3 (Reinforced).
Height. At least 36 in. measured vertically from existing ground to top of filter dam. 
Top Width. At least 2 ft. 
Slopes. No steeper than 2:1. 

4.4.1.4. Type 4 (Sack Gabions). Unfold sack gabions and smooth out kinks and bends. Connect the sides by lacing 
in a single loop–double loop pattern on 4- to 5-in. spacing for vertical filling. Pull the end lacing rod at one 
end until tight, wrap around the end, and twist 4 times. Fill with stone at the filling end, pull the rod tight, cut 
the wire with approximately 6 in. remaining, and twist wires 4 times. 

Place the sack flat in a filling trough, fill with stone, connect sides, and secure ends as described above for 
horizontal filling. 

Lift and place without damaging the gabion. Shape sack gabions to existing contours. 

4.4.1.5. Type 5. Provide rock filter dams as shown on the plans. 

4.4.2. Temporary Pipe Slope Drains. Install pipe with a slope as shown on the plans or as directed. Construct 
embankment for the drainage system in 8-in. lifts to the required elevations. Hand-tamp the soil around and 
under the entrance section to the top of the embankment as shown on the plans or as directed. Form the top 
of the embankment or earth dike over the pipe slope drain at least 1 ft. higher than the top of the inlet pipe at 
all points. Secure the pipe with hold-downs or hold-down grommets spaced a maximum of 10 ft. on center. 
Construct the energy dissipaters or sediment traps as shown on the plans or as directed. Construct the 
sediment trap using concrete or rubble riprap in accordance with Item 432, “Riprap,” when designated on the 
plans.



506 

711

4.4.3. Temporary Paved Flumes. Construct paved flumes as shown on the plans or as directed. Provide 
excavation and embankment (including compaction of the subgrade) of material to the dimensions shown on 
the plans unless otherwise indicated. Install a rock or rubble riprap energy dissipater, constructed from the 
materials specified above, to a minimum depth of 9 in. at the flume outlet to the limits shown on the plans or 
as directed. 

4.4.4. Construction Exits. Prevent traffic from crossing or exiting the construction site or moving directly onto a 
public roadway, alley, sidewalk, parking area, or other right of way areas other than at the location of 
construction exits when tracking conditions exist. Construct exits for either long- or short-term use. 

4.4.4.1. Long-Term. Place the exit over a foundation course as required. Grade the foundation course or compacted 
subgrade to direct runoff from the construction exits to a sediment trap as shown on the plans or as directed. 
Construct exits with a width of at least 14 ft. for one-way and 20 ft. for two-way traffic for the full width of the 
exit, or as directed. 

4.4.4.1.1. Type 1. Construct to a depth of at least 8 in. using crushed aggregate as shown on the plans or as directed. 

4.4.4.1.2. Type 2. Construct using railroad ties and timbers as shown on the plans or as directed. 

4.4.4.2. Short-Term.

4.4.4.2.1. Type 3. Construct using crushed aggregate, plywood, or wafer board. This type of exit may be used for daily 
operations where long-term exits are not practical. 

4.4.4.2.2. Type 4. Construct as shown on the plans or as directed. 

4.4.5. Earthwork for Erosion Control. Perform excavation and embankment operations to minimize erosion and 
to remove collected sediments from other erosion control devices. 

4.4.5.1. Excavation and Embankment for Erosion Control Features. Place earth dikes, swales, or combinations 
of both along the low crown of daily lift placement, or as directed, to prevent runoff spillover. Place swales 
and dikes at other locations as shown on the plans or as directed to prevent runoff spillover or to divert 
runoff. Construct cuts with the low end blocked with undisturbed earth to prevent erosion of hillsides. 
Construct sediment traps at drainage structures in conjunction with other erosion control measures as shown 
on the plans or as directed. 

Create a sediment basin, where required, providing 3,600 cu. ft. of storage per acre drained, or equivalent 
control measures for drainage locations that serve an area with 10 or more disturbed acres at one time, not 
including offsite areas. 

4.4.5.2. Excavation of Sediment and Debris. Remove sediment and debris when accumulation affects the 
performance of the devices, after a rain, and when directed. 

4.4.6. Construction Perimeter Fence. Construct, align, and locate fencing as shown on the plans or as directed. 

4.4.6.1. Installation of Posts. Embed posts 18 in. deep or adequately anchor in rock, with a spacing of 8 to 10 ft. 

4.4.6.2. Wire Attachment. Attach the top wire to the posts at least 3 ft. from the ground. Attach the lower wire 
midway between the ground and the top wire. 

4.4.6.3. Flag Attachment. Attach flagging to both wire strands midway between each post. Use flagging at least 
18 in. long. Tie flagging to the wire using a square knot. 

4.4.7. Sandbags for Erosion Control. Construct a berm or dam of sandbags that will intercept sediment-laden 
storm water runoff from disturbed areas, create a retention pond, detain sediment, and release water in sheet 
flow. Fill each bag with sand so that at least the top 6 in. of the bag is unfilled to allow for proper tying of the 
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open end. Place the sandbags with their tied ends in the same direction. Offset subsequent rows of 
sandbags 1/2 the length of the preceding row. Place a single layer of sandbags downstream as a secondary 
debris trap. Place additional sandbags as necessary or as directed for supplementary support to berms or 
dams of sandbags or earth. 

4.4.8. Temporary Sediment-Control Fence. Provide temporary sediment-control fence near the downstream 
perimeter of a disturbed area to intercept sediment from sheet flow. Incorporate the fence into erosion-control 
measures used to control sediment in areas of higher flow. Install the fence as shown on the plans, as 
specified in this Section, or as directed. 

4.4.8.1. Installation of Posts. Embed posts at least 18 in. deep, or adequately anchor, if in rock, with a spacing of 6 
to 8 ft. and install on a slight angle toward the runoff source. 

4.4.8.2. Fabric Anchoring. Dig trenches along the uphill side of the fence to anchor 6 to 8 in. of fabric. Provide a 
minimum trench cross-section of 6 × 6 in. Place the fabric against the side of the trench and align 
approximately 2 in. of fabric along the bottom in the upstream direction. Backfill the trench, then hand-tamp. 

4.4.8.3. Fabric and Net Reinforcement Attachment. Attach the reinforcement to wooden posts with staples, or to 
steel posts with T-clips, in at least 4 places equally spaced unless otherwise shown on the plans. Sewn 
vertical pockets may be used to attach reinforcement to end posts. Fasten the fabric to the top strand of 
reinforcement by hog rings or cord every 15 in. or less. 

4.4.8.4. Fabric and Net Splices. Locate splices at a fence post with a minimum lap of 6 in. attached in at least 
6 places equally spaced unless otherwise shown on the plans. Do not locate splices in concentrated flow 
areas. 

Requirements for installation of used temporary sediment-control fence include the following: 
fabric with minimal or no visible signs of biodegradation (weak fibers), 
fabric without excessive patching (more than 1 patch every 15 to 20 ft.), 
posts without bends, and 
backing without holes. 

4.4.9. Biodegradable Erosion Control Logs. Install biodegradable erosion control logs near the downstream 
perimeter of a disturbed area to intercept sediment from sheet flow. Incorporate the biodegradable erosion 
control logs into the erosion measures used to control sediment in areas of higher flow. Install, align, and 
locate the biodegradable erosion control logs as specified below, as shown on the plans, or as directed. 

Secure biodegradable erosion control logs in a method adequate to prevent displacement as a result of 
normal rain events, prevent damage to the logs, and as approved, such that flow is not allowed under the 
logs. Temporarily removing and replacing biodegradable erosion logs as to facilitate daily work is allowed at 
the Contractor’s expense. 

4.4.10. Vertical Tracking. Perform vertical tracking on slopes to temporarily stabilize soil. Provide equipment with a 
track undercarriage capable of producing a linear soil impression measuring a minimum of 12 in. long × 2 to 
4 in. wide × 1/2 to 2 in. deep. Do not exceed 12 in. between track impressions. Install continuous linear track 
impressions where the 12 in. length impressions are perpendicular to the slope. Vertical tracking is required 
on projects where soil disturbing activities have occurred unless otherwise approved. 

4.5. Monitoring and Documentation. Monitor the control measures on a daily basis as long as there are BMPs 
in place and/or soil disturbing activities are evident to ensure compliance with the SWP3 and TPDES 
General Permit TXR150000. During time suspensions when work is not occurring or contract non-work days, 
daily inspections are not required unless a rain event has occurred. Monitoring will consist of, but is not 
limited to, observing, inspecting, and documenting site locations with control measures and discharge points 
to provide maintenance and inspection of controls as described in the SWP3. Keep written records of daily 
monitoring. Document in the daily monitoring report the control measure condition, the date of inspection, 
required corrective actions, responsible person for making the corrections, and the date corrective actions 
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were completed. Maintain records of all monitoring reports at the project site or at an approved place. 
Provide copies within 7 days. Together, the CRPE and an Engineer’s representative will complete the 
Construction Stage Gate Checklist on a periodic basis as directed. 

5. MEASUREMENT 

5.1. Rock Filter Dams. Installation or removal of rock filter dams will be measured by the foot or by the cubic 
yard. The measured volume will include sandbags, when used. 

5.1.1. Linear Measurement. When rock filter dams are measured by the foot, measurement will be along the 
centerline of the top of the dam. 

5.1.2. Volume Measurement. When rock filter dams are measured by the cubic yard, measurement will be based 
on the volume of rock computed by the method of average end areas. 

5.1.2.1. Installation. Measurement will be made in final position. 

5.1.2.2. Removal. Measurement will be made at the point of removal. 

5.2. Temporary Pipe Slope Drains. Temporary pipe slope drains will be measured by the foot. 

5.3. Temporary Paved Flumes. Temporary paved flumes will be measured by the square yard of surface area. 
The measured area will include the energy dissipater at the flume outlet. 

5.4. Construction Exits. Construction exits will be measured by the square yard of surface area. 

5.5. Earthwork for Erosion and Sediment Control.

5.5.1. Equipment and Labor Measurement. Equipment and labor used will be measured by the actual number of 
hours the equipment is operated and the labor is engaged in the work. 

5.5.2. Volume Measurement. 

5.5.2.1. In Place.

5.5.2.1.1. Excavation. Excavation will be measured by the cubic yard in its original position and the volume computed 
by the method of average end areas. 

5.5.2.1.2. Embankment. Embankment will be measured by the cubic yard in its final position by the method of average 
end areas. The volume of embankment will be determined between: 

the original ground surfaces or the surface upon that the embankment is to be constructed for the 
feature and 
the lines, grades and slopes of the accepted embankment for the feature. 

5.5.2.2. In Vehicles. Excavation and embankment quantities will be combined and paid for under “Earthwork 
(Erosion and Sediment Control, In Vehicle).” Excavation will be measured by the cubic yard in vehicles at the 
point of removal. Embankment will be measured by the cubic yard in vehicles measured at the point of 
delivery. Shrinkage or swelling factors will not be considered in determining the calculated quantities. 

5.6. Construction Perimeter Fence. Construction perimeter fence will be measured by the foot. 

5.7. Sandbags for Erosion Control. Sandbags will be measured as each sandbag or by the foot along the top of 
sandbag berms or dams. 
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5.8. Temporary Sediment-Control Fence. Installation or removal of temporary sediment-control fence will be 
measured by the foot. 

5.9. Biodegradable Erosion Control Logs. Installation or removal of biodegradable erosion control logs will be 
measured by the foot along the centerline of the top of the control logs. 

5.10. Vertical Tracking. Vertical tracking will not be measured or paid for directly but is considered subsidiary to 
this Item. 

6. PAYMENT 

The following will not be paid for directly but are subsidiary to pertinent Items: 
erosion-control measures for Contractor project-specific locations (PSLs) inside and outside the right of 
way (such as construction and haul roads, field offices, equipment and supply areas, plants, and 
material sources); 
removal of litter, unless a separate pay item is shown on the plans; 
repair to devices and features damaged by Contractor operations; 
added measures and maintenance needed due to negligence, carelessness, lack of maintenance, and 
failure to install permanent controls; 
removal and reinstallation of devices and features needed for the convenience of the Contractor; 
finish grading and dressing upon removal of the device; and 
minor adjustments including but not limited to plumbing posts, reattaching fabric, minor grading to 
maintain slopes on an erosion embankment feature, or moving small numbers of sandbags. 

Stabilization of disturbed areas will be paid for under pertinent Items except vertical tacking which is 
subsidiary. 

Furnishing and installing pipe for outfalls associated with sediment traps and ponds will not be paid for 
directly but is subsidiary to the excavation and embankment under this Item. 

6.1. Rock Filter Dams. The work performed and materials furnished in accordance with this Item and measured 
as provided under “Measurement” will be paid for at the unit price bid as follows: 

6.1.1. Installation. Installation will be paid for as “Rock Filter Dams (Install)” of the type specified. This price is full 
compensation for furnishing and operating equipment, finish backfill and grading, lacing, proper disposal, 
labor, materials, tools, and incidentals. 

6.1.2. Removal. Removal will be paid for as “Rock Filter Dams (Remove).” This price is full compensation for 
furnishing and operating equipment, proper disposal, labor, materials, tools, and incidentals. 

When the Engineer directs that the rock filter dam installation or portions thereof be replaced, payment will 
be made at the unit price bid for “Rock Filter Dams (Remove)” and for “Rock Filter Dams (Install)” of the type 
specified. This price is full compensation for furnishing and operating equipment, finish backfill and grading, 
lacing, proper disposal, labor, materials, tools, and incidentals. 

6.2. Temporary Pipe Slope Drains. The work performed and materials furnished in accordance with this Item 
and measured as provided under “Measurement” will be paid for at the unit price bid for “Temporary Pipe 
Slope Drains” of the size specified. This price is full compensation for furnishing materials, removal and 
disposal, furnishing and operating equipment, labor, tools, and incidentals. 

Removal of temporary pipe slope drains will not be paid for directly but is subsidiary to the installation Item. 
When the Engineer directs that the pipe slope drain installation or portions thereof be replaced, payment will 
be made at the unit price bid for “Temporary Pipe Slope Drains” of the size specified, which is full 
compensation for the removal and reinstallation of the pipe drain. 
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Earthwork required for the pipe slope drain installation, including construction of the sediment trap, will be 
measured and paid for under “Earthwork for Erosion and Sediment Control.” 

Riprap concrete or stone, when used as an energy dissipater or as a stabilized sediment trap, will be 
measured and paid for in accordance with Item 432, “Riprap.” 

6.3. Temporary Paved Flumes. The work performed and materials furnished in accordance with this Item and 
measured as provided under “Measurement” will be paid for at the unit price bid for “Temporary Paved Flume 
(Install)” or “Temporary Paved Flume (Remove).” This price is full compensation for furnishing and placing 
materials, removal and disposal, equipment, labor, tools, and incidentals. 

When the Engineer directs that the paved flume installation or portions thereof be replaced, payment will be 
made at the unit prices bid for “Temporary Paved Flume (Remove)” and “Temporary Paved Flume (Install).” 
These prices are full compensation for the removal and replacement of the paved flume and for equipment, 
labor, tools, and incidentals. 

Earthwork required for the paved flume installation, including construction of a sediment trap, will be 
measured and paid for under “Earthwork for Erosion and Sediment Control.” 

6.4. Construction Exits. Contractor-required construction exits from off right of way locations or on-right of way 
PSLs will not be paid for directly but are subsidiary to pertinent Items. 

The work performed and materials furnished in accordance with this Item and measured as provided under 
“Measurement” for construction exits needed on right of way access to work areas required by the 
Department will be paid for at the unit price bid for “Construction Exits (Install)” of the type specified or 
“Construction Exits (Remove).” This price is full compensation for furnishing and placing materials, 
excavating, removal and disposal, cleaning vehicles, labor, tools, and incidentals. 

When the Engineer directs that a construction exit or portion thereof be removed and replaced, payment will 
be made at the unit prices bid for “Construction Exit (Remove)” and “Construction Exit (Install)” of the type 
specified. These prices are full compensation for the removal and replacement of the construction exit and 
for equipment, labor, tools, and incidentals. 

Construction of sediment traps used in conjunction with the construction exit will be measured and paid for 
under “Earthwork for Erosion and Sediment Control.” 

6.5. Earthwork for Erosion and Sediment Control.

6.5.1. Initial Earthwork for Erosion and Sediment Control. The work performed and materials furnished in 
accordance with this Item and measured as provided under “Measurement” will be paid for at the unit price 
bid for “Excavation (Erosion and Sediment Control, In Place),” “Embankment (Erosion and Sediment Control, 
In Place),” “Excavation (Erosion and Sediment Control, In Vehicle),” “Embankment (Erosion and Sediment 
Control, (In Vehicle),” or “Earthwork (Erosion and Sediment Control, In Vehicle).” 

This price is full compensation for excavation and embankment including hauling, disposal of material not 
used elsewhere on the project; embankments including furnishing material from approved sources and 
construction of erosion-control features; and equipment, labor, tools, and incidentals. 

Sprinkling and rolling required by this Item will not be paid for directly but will be subsidiary to this Item. 

6.5.2. Maintenance Earthwork for Erosion and Sediment Control for Cleaning and Restoring Control 
Measures. The work performed and materials furnished in accordance with this Item and measured as 
provided under “Measurement” will be paid under a Contractor Force Account Item from invoice provided to 
the Engineer. 
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This price is full compensation for excavation, embankment, and re-grading including removal of 
accumulated sediment in various erosion control installations as directed, hauling, and disposal of material 
not used elsewhere on the project; excavation for construction of erosion-control features; embankments 
including furnishing material from approved sources and construction of erosion-control features; and 
equipment, labor, tools, and incidentals. 

Earthwork needed to remove and obliterate erosion-control features will not be paid for directly but is 
subsidiary to pertinent Items unless otherwise shown on the plans. 

Sprinkling and rolling required by this Item will not be paid for directly but will be subsidiary to this Item. 

6.6. Construction Perimeter Fence. The work performed and materials furnished in accordance with this Item 
and measured as provided under “Measurement” will be paid for at the unit price bid for “Construction 
Perimeter Fence.” This price is full compensation for furnishing and placing the fence; digging, fence posts, 
wire, and flagging; removal and disposal; and materials, equipment, labor, tools, and incidentals. 

Removal of construction perimeter fence will be not be paid for directly but is subsidiary to the installation 
Item. When the Engineer directs that the perimeter fence installation or portions thereof be removed and 
replaced, payment will be made at the unit price bid for “Construction Perimeter Fence,” which is full 
compensation for the removal and reinstallation of the construction perimeter fence. 

6.7. Sandbags for Erosion Control. Sandbags will be paid for at the unit price bid for “Sandbags for Erosion 
Control” (of the height specified when measurement is by the foot). This price is full compensation for 
materials, placing sandbags, removal and disposal, equipment, labor, tools, and incidentals. 

Removal of sandbags will not be paid for directly but is subsidiary to the installation Item. When the Engineer 
directs that the sandbag installation or portions thereof be replaced, payment will be made at the unit price 
bid for “Sandbags for Erosion Control,” which is full compensation for the reinstallation of the sandbags. 

6.8. Temporary Sediment-Control Fence. The work performed and materials furnished in accordance with this 
Item and measured as provided under “Measurement” will be paid for at the unit price bid as follows: 

6.8.1. Installation. Installation will be paid for as “Temporary Sediment-Control Fence (Install).” This price is full 
compensation for furnishing and operating equipment finish backfill and grading, lacing, proper disposal, 
labor, materials, tools, and incidentals. 

6.8.2. Removal. Removal will be paid for as “Temporary Sediment-Control Fence (Remove).” This price is full 
compensation for furnishing and operating equipment, proper disposal, labor, materials, tools, and 
incidentals. 

6.9. Biodegradable Erosion Control Logs. The work performed and materials furnished in accordance with this 
Item and measured as provided under “Measurement” will be paid for at the unit price bid as follows: 

6.9.1. Installation. Installation will be paid for as “Biodegradable Erosion Control Logs (Install)” of the size 
specified. This price is full compensation for furnishing and operating equipment finish backfill and grading, 
staking, proper disposal, labor, materials, tools, and incidentals. 

6.9.2. Removal. Removal will be paid for as “Biodegradable Erosion Control Logs (Remove).” This price is full 
compensation for furnishing and operating equipment, proper disposal, labor, materials, tools, and 
incidentals. 

6.10. Vertical Tracking. Vertical tracking will not be measured or paid for directly but is considered subsidiary to 
this Item. 
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Item 550 
Chain Link Fence 
1. DESCRIPTION 

Furnish, install, remove, repair, or replace chain link fence and gates. 

2. MATERIALS 

Furnish certification from the chain link fence materials manufacturer stating that all fencing materials comply 
with the requirements of this Item before installation of the fence. Use only new materials. 

2.1. General. Furnish materials in accordance with the following: 
Item 421, “Hydraulic Cement Concrete,” Class B 
Item 445, “Galvanizing” 

2.2. Wire Fabric. Provide wire fabric with: 
9 gauge (0.148 in. diameter) steel wire with a minimum breaking strength of 1,290 lb. meeting 
ASTM A392 Class I or ASTM A491; 
mesh size of 2 in. ±1/8 in. between parallel wires with at least 7 meshes in a vertical dimension of 23 in. 
along the diagonals of the openings; and 
knuckled selvages at the top and bottom edge of the fabric, unless otherwise shown on the plans. 

2.3. Posts. Provide posts of the size and weight shown on the plans. Do not provide rerolled or open-seam posts. 
Use material for all posts meeting ASTM F1043 Group 1A Regular Grade or Group 1C High Strength. 

2.4. Post Caps. Provide malleable iron post caps designed to exclude all moisture. Furnish barbed wire support 
arms integral with the post caps if barbed wire is shown on the plans. Furnish post caps with an opening for 
the top rail if top rail is shown on the plans. Post caps must have a 2-in. skirt. 

2.5. Gates. Provide gates fabricated from round sections of pipe of the size and weight shown on the plans. Use 
material for all gate pipes meeting ASTM F1043 Group 1A Regular Grade or Group 1C High Strength. For 
each gate, include: 

corner and tee fittings of malleable iron or pressed steel with means for attaching diagonal bracing 
members;
hinges of malleable iron allowing a full 180° swing, easily operated by one person; 
ball-and-socket-type bottom hinges that do not twist or turn from the action of the gate and prevent the 
closed gate from being lifted off the hinges; 
a positive stop that prevents any portion of the gate from swinging over an adjacent traffic lane; 
malleable iron pulley systems for roll type gate (only when required); 
diagonal braces consisting of 3/8-in. diameter cable with turnbuckles, 2 to each gate frame, and, for 
vehicle gates, a vertical pipe brace of the size and weight shown on the plans at the center of each gate 
leaf;
latches of malleable iron or steel for single gates with a single-fork latch and padlock eye that will keep 
the gate closed; 
2 fork latches mounted on a center plunger rod with a padlock eye for double-leaf gates; 
holdbacks for each leaf of vehicular gates, with a semi-automatic holdback catch anchored at least 
12 in. into a 12-in. diameter by 24-in. deep concrete footing; and 
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a malleable iron center rest, designed to receive the plunger rod anchored as shown on the plans for all 
double-leaf gates. 

2.6. Top Rail. Use material meeting ASTM F1043 Group 1A or 1C for all top rail pipes. Provide 1.660 in. OD top 
rail manufactured from Group 1A standard weight (Schedule 40) steel pipe weighing 2.27 lb. per foot or from 
Group 1C high-strength pipe weighing 1.84 lb. per foot when shown on the plans. Provide pipe in sections at 
least 18 ft. long joined with outside steel sleeve couplings at least 6 in. long with a minimum wall thickness of 
0.70 in. Use couplings designed to allow for expansion of the top rail. 

2.7. Tension Wire. Use 7 gauge (0.177-in.) carbon steel wire with a minimum breaking strength of 1,950 lb. for 
the bottom edge of all fence fabric, and for the top edge of fence fabric when a top rail is not specified. 

2.8. Truss Bracing. Provide truss bracing as shown on the plans. 

2.9. Cables. Provide 7-wire strand cables manufactured of galvanized annealed steel at least 3/8 in. in diameter. 

2.10. Barbed Wire. Provide 3 strands of twisted 12.5 gauge barbed wire with 2-point, 14 gauge barbs spaced 
approximately 5 in. apart conforming to ASTM A121 or ASTM A585 when specified on the plans. 

2.11. Barbed Wire Support Arms. Provide support arms at an angle of 45° from vertical, with clips for attaching 3 
strands of barbed wire to each support arm and sufficient strength to support a 200-lb. weight applied at the 
outer strand when barbed wire is specified on the plans. 

2.12. Stretcher Bars. Provide stretcher bars made of flat steel at least 3/16 × 3/4 in. and not more than 2 in. 
shorter than the fabric height. Provide one stretcher bar for each gate and end post and 2 stretcher bars for 
each corner and pull post. 

2.13. Grounds. Provide copper-clad steel rods 8 ft. long with a minimum diameter of 5/8 in., or other UL-listed 
ground rods. 

2.14. Miscellaneous Fittings and Fasteners. Furnish enough fittings and fasteners to erect all fencing materials 
in a proper manner. Furnish fittings for posts from pressed or rolled steel, forged steel, malleable iron or 
wrought iron of good commercial quality spaced as shown on the plans. 

2.15. Coatings. Hot-dip galvanize all materials unless specified otherwise in this Item or on the plans. Fabric, 
tension wire, and barbed wire may be aluminum-coated or alloy-coated if approved. Additionally coat all 
material except bolts, nuts, washers, and pipe material with thermally fused polyvinyl chloride (PVC) in 
accordance with ASTM F668, Class 2b, meeting the specified color when shown on the plans. 

2.15.1. Fabric.

2.15.1.1. Galvanizing. Hot-dip galvanize in accordance with ASTM A392, Class I. 

2.15.1.2. Aluminum Coating. Aluminum-coat in accordance with ASTM A491. 

2.15.1.3. Alloy Coating. Coat with zinc-5% aluminum-mischmetal alloy (Zn-5A1-MM) in accordance with 
ASTM F1345, Class I. 

2.15.2. Posts, Braces, and Gates.

2.15.2.1. Standard Weight (Schedule 40) Pipe. Hot-dip galvanize inside and outside according to ASTM F1043 
(1.8 oz./sq. ft. galvanized zinc weight). 

2.15.2.2. High Strength Pipe. Hot-dip galvanize before or after forming pipe according to ASTM F1043 Group 1C and 
as follows: 

Outside—minimum 0.9 oz./sq. ft. galvanized zinc weight with a verifiable polymer overcoat. 
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Inside—minimum 0.9 oz./sq. ft. galvanized zinc weight before forming, or minimum 0.3 mils zinc-based 
coating after forming containing a minimum 90% zinc dust, by weight. 

2.15.2.3. Optional Additional Coating. Additionally coat all pipe material with 10 mils minimum thermally fused PVC 
according to ASTM F1043, meeting the specified color when shown on the plans. 

2.15.3. Fittings, Bolts, and Other Miscellaneous Hardware. Galvanize all fittings, bolts, and miscellaneous 
hardware in conformance with Item 445, “Galvanizing.” 

2.15.4. Tension Wire. Zinc-coat tension wire with a minimum coating of 0.80 oz./sq. ft. or aluminum-coat with a 
minimum coating of 0.30 oz./sq. ft. 

2.15.5. Barbed Wire. Zinc-coat barbed wire in accordance with ASTM A121 (0.80 oz./sq. ft.) or aluminum-coat in 
accordance with ASTM A585 (0.30 oz./sq. ft.). 

2.15.6. Pull Cable. Zinc-coat pull cable with a minimum coating of 0.80 oz./sq. ft. of individual-wire surface when 
tested in conformance with ASTM A116. 

3. CONSTRUCTION 

Erect the chain link fence to the lines and grades established on the plans. Overall height of the fence when 
erected is the height above the grade shown. 

Repair or replace damaged fence or gates. Remove and replace the post and foundation if posts cannot be 
repaired by straightening. Return all salvageable material to the location shown on the plans when a fence 
installation is to be removed in its entirety and not replaced. Backfill all postholes with suitable material. 
Return the salvaged fence fabric in secured rolls not more than 50 ft. long. Dispose of unsalvageable 
material.

3.1. Clearing and Grading. Clear all brush, rocks, and debris necessary for the installation of this fencing. 

Stake the locations for corner posts and terminal posts unless otherwise shown on the plans. Follow the 
finished ground elevations for fencing panels between corner and terminal posts. Level off minor irregularities 
in the path of the fencing. 

3.2. Erection of Posts. Install posts as shown on the plans. Plumb and permanently position posts with 
anchorages firmly set before fabric is placed. Brace corner and pull posts as shown on the plans. 

3.2.1. Post Spacing. Space posts as shown in Table 1. 
Table 1 

Post Spacing and Placement 
Post Type Required Spacing or Placement 

Line posts no more than 10 ft. apart 
Pull posts no more than 500 ft. apart and at each change in direction 

exceeding 20° vertically 
Corner posts at each horizontal angle point 

Install cables on all terminal posts and extend to adjacent posts. Install cables on each side of corner and 
pull posts with a 3/8-in. drop-forged eye-and-eye or eye-and-clevis turnbuckle unless otherwise shown on the 
plans.

3.2.2. Postholes. Drill holes for concrete footings for all posts to provide footings of the dimensions shown on the 
plans.
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Penetrate solid rock by at least 12 in. (18 in. for end, corner, gate, and pull posts) or to plan depth where the 
rock is encountered before reaching plan depth. Drill holes in the solid rock with a diameter at least 1 in. 
greater than the outside diameter of the post. 

Fill the hole in the solid rock with grout consisting of 1 part hydraulic cement and 3 parts clean, well-graded 
sand after the posts are set and plumbed. If desired, other grouting materials may be used only if approved. 
Thoroughly work the grout into the hole, leaving no voids. Construct concrete footings from the solid rock to 
the top of the ground. 

3.2.3. Gate Posts. Align the tops of all gate frames with the fencing top tension wire or top rail. Provide vehicular 
gates that are greater in overall height than the adjacent fencing by the height necessary to extend to within 
2 in. of the pavement between the curbs if curbs are shown on the plans. 

3.2.4. Concrete Footings. Center posts in their footings. Place concrete and compact by tamping or other 
approved methods. Machine mix all batches of concrete over 1/2 cu. yd. Hand mixing concrete is allowed on 
batches under 1/2 cu. yd. 

Use forms for footings where the ground cannot be satisfactorily excavated to neat lines. Crown the concrete 
or grout (for solid rock) to carry water from the post. Keep the forms in place for at least 24 hr. Backfill the 
footing with moistened material as soon as each form is removed, and thoroughly tamp. Cover concrete with 
at least 4 in. of loose moist material, free of clods and gravel, immediately after placing concrete. No other 
curing is required. 

Spread all excess excavated and loose material used for curing neatly and uniformly. Remove excess 
concrete and other construction debris from the site. 

3.3. Erection of Fabric. Place the fabric with the cables drawn taut with the turnbuckles after all posts have been 
permanently positioned and anchorages firmly set. Secure one end and apply enough tension to the other 
end to remove all slack before making attachments. Cut the fabric and independently attach each span at all 
corner posts and pull posts unless otherwise shown on the plans. 

Follow the finished contour of the site with the bottom edge of fabric located approximately 2 in. above the 
grade. Grade uneven areas so the maximum distance between the bottom of fabric and ground is 6 in. or 
less. 

Fasten fabric at 12 in. intervals to the top and bottom tension wires between posts. Fasten the fabric in the 
same manner when top rail is shown on the plans. Fasten the fabric on gate frames to the top and bottom of 
the frame at 12 in. intervals. Use steel wire fabric ties of 9 gauge steel or larger. Fasten fabric to terminal 
posts by steel stretcher bars and stretcher bar bands fitted with carriage bolts and nuts of the size and 
spacing shown on the plans. Use stretcher bars to fasten end posts, pull posts, corner posts, and gateposts 
with stretcher bar bands at intervals of no more than 15 in. Attach stretcher bars to terminal posts with 
1 × 1/8 in. flat steel bands with 3/8-in. carriage bolts at intervals up to 15 in. 

3.4. Electrical Grounds. Provide at least one electrical ground for each 1,000 ft. of fence, located near the 
center of the run. Provide additional grounds directly under the point where power lines pass over the fence. 

Vertically drive or drill in the grounding rod until the top of the rod is approximately 6 in. below the top of the 
ground. Connect a No. 6 solid copper conductor to the rod and to the fence by a UL-listed method so that 
each element of the fence is grounded. 

3.5. Repair of Coatings. Repair damaged zinc coating in accordance with Section 445.3.5., “Repairs.” 

4. MEASUREMENT 

Chain link fence will be measured by the foot of fence installed, repaired, replaced, or removed, measured at 
the bottom of the fabric along the centerline of the fence from center to center of posts, excluding gates. 
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Gates will be measured as each gate installed, repaired, replaced, or removed. 

5. PAYMENT 

The work performed and materials furnished in accordance with this Item and measured as provided under 
“Measurement” will be paid for at the unit price bid for “Chain Link Fence (Install)” or “Chain Link Fence 
(Repair)” of the height specified or “Chain Link Fence (Remove)” and “Gate (Install)” or “Gate (Repair)” of the 
type, height, and width of opening specified or “Gate (Remove).” Clearing and grading for fencing and gates 
will not be paid for directly but is subsidiary to this Item. 

5.1. Chain Link Fence (Install). This price is full compensation for furnishing and installing fencing, except gates; 
cleaning, grading, and backfilling; removing and disposing of surplus material; and equipment, labor, tools, 
and incidentals. 

5.2. Chain Link Fence (Repair). This price is full compensation for furnishing materials; repairing or replacing 
fencing, except gates; cleaning, grading, and backfilling; removing and disposing of surplus or damaged 
material; and equipment, labor, tools, and incidentals. 

5.3. Chain Link Fence (Remove). This price is full compensation for removing all fencing, except gates; 
cleaning, grading, and backfilling; removing and disposing of surplus material; and equipment, labor, tools, 
and incidentals. 

5.4. Gate (Install). This price is full compensation for installing gate and for providing materials, center 
anchorages, equipment, labor, tools, and incidentals. 

5.5. Gate (Repair). This price is full compensation for repairing or replacing gate and for furnishing materials; 
removing and disposing of damaged materials; and equipment, labor, tools, and incidentals. 

5.6. Gate (Remove). This price is full compensation for removing gate and for materials, equipment, labor, tools, 
and incidentals. 
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Item 560 
Mailbox Assemblies 
1. DESCRIPTION 

Install, remove, temporarily relocate, or replace mailbox assemblies of the type specified. 

2. MATERIAL 

Furnish mailbox assemblies in accordance with the plans. An assembly does not include the mailbox unless 
shown otherwise on the plans. Provide new mailbox assemblies for permanent installations. 

3. CONSTRUCTION 

Temporarily relocate mailbox assemblies as shown on the plans or as directed. Furnish and install approved 
mailbox assemblies and mount mailboxes on those assemblies. Maintain mailbox assemblies in a 
serviceable condition. Furnish and install additional mailbox assemblies as directed. Relocate mailbox and 
assemblies to permanent locations upon completion of construction work. 

4. MEASUREMENT 

This Item will be measured by each permanent mailbox assembly installed. 

5. PAYMENT 

The work performed, materials furnished, and measured according to “Measurement” will be paid at the unit 
price bid for “Mailbox Installation (Single),” of the type specified; “Mailbox Installation (Double),” of the type 
specified; or “Mailbox Installation (Multiple),” of the type specified. This price is full compensation for installing 
mailboxes and reflectors in permanent locations, materials, equipment, labor, tools, and incidentals. 
Removing existing or installing and moving temporary mailbox assemblies will not be paid directly but will be 
subsidiary to pertinent Items. 
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